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Report No.: TCT250324E043

1. General Product Information

1.1. EUT description

Product Name........................ | Smartphone
Model/Type reference...........:| X100
Hardware Version.................: [3370V-MQ V1

Software Version

:|CUBOT_X100_F031C_VO01

DFS Operation mode

: | Slave without radar detection

Operation Frequency...........:

5150MHz-5350MHz, 5470MHz-5725MHz

Modulation Technology
(IEEE802.11a/802.11n/
802.11ac)

Orthogonal Frequency Division Multiplexing (OFDM)

Modulation Type...................:

256QAM, 64QAM, 16QAM, BPSK, QPSK

Antenna Type......cccocevveevnnnnnnn!

FPC Antenna

Antenna Gain......coovevvevennenl’

1.5dBi

Rating(S)....ccovvvveiiiiiiiieeeee

Adapter Information 1:

Model: TD-203G200170VF01

Input: AC 100-240V, 50/60Hz, 0.6A

Output: DC 5V, 3A/ DC 9V, 3A/ DC 12V, 2.5A/ DC 15V, 2A/
DC 20V, 1.5A

PPS: DC 3.3-16V, 2A/ DC 3.3-11V, 3A

Total Output Power: 33W Max

Adapter Information 2:

Model: HJ-PD33W-EU

Input: AC 100-240V, 50/60Hz, 0.8A

Output: DC 5.0V, 3.0A, 15.0W or DC 9.0V, 3.0A, 27.0W
or DC 12.0V, 2.75A, 33.0W MAX

Rechargeable Li-polymer Battery DC 3.87V

Note: The antenna gain listed in this report is provided by applicant, and the test laboratory is not responsible for

this parameter.

1.2. Model(s) list
None.

Hotline: 400-6611-140
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1.3. Operation Frequency

Report No.: TCT250324E043

RF General Information
Freq“g’l\r/‘chyz)Range IEEE Std. 802.11 | M zm;)e”cy ﬁtﬁ:‘é‘;'

5150-5250 5180-5240 36-48 [4]
5250-5350 a 5260-5320 52-64 [4]
5470-5725 5500-5700 100-140 [11]
5150-5250 5180-5240 36-48 [4]
5250-5350 n (HT20) 5260-5320 52-64 [4]
5470-5725 5500-5700 100-140 [11]
5150-5250 5190-5230 38-46 [2]
5250-5350 n (HT40) 5270-5310 54-62 [2]
5470-5725 5510-5670 102-134 [5]
5150-5250 5180-5240 36-48 [4]
5250-5350 ac (VHT20) 5260-5320 52-64 [4]
5470-5725 5500-5700 100-140 [11]
5150-5250 5190-5230 38-46 [2]
5250-5350 ac (VHT40) 5270-5310 54-62 [2]
5470-5725 5510-5670 102-134 [5]
5150-5250 5210 42 [1]
5250-5350 ac (VHT80) 5290 58 [1]
5470-5725 5530-5610 106-122 [2]

Note 1: 802.11a/n uses a combination of OFDM-BPSK, QPSK, 16QAM, 64QAM

modulation.

Note 2: 802.11ac uses a combination of OFDM-BPSK, QPSK, 16QAM, 64QAM, 256 QAM

modulation.

Test channel:

Test Channel Frequencies Configuration

Frequency Range (MHz)

IEEE Std. 802.11

Test Channel Freq. (MHz)

5150-5350MHz

a/n (HT20)/ac (VHT20)

5180, 5240, 5320

5470-5725MHz

a/n (HT20)/ac (VHT20)

5500, 5600, 5700

Hotline: 400-6611-140

Tel: 86-755-27673339

5150-5350MHz n (HT40)/ac (VHT40) 5190, 5310
5470-5725MHz n (HT40)/ac (VHT40) 5510, 5670
5150-5350MHz ac (VHT80) 5210, 5290
5470-5725MHz ac (VHT80) 5530, 5610
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Test Result Summary

Report No.: TCT250324E043

Test Item R U Test Method Limit/Severity |[Uncertainty Result
equirement
Nominal
Centre | Clause 4.2.1 Clause +20ppm +1 x 10° PASS
frequency 5.4.2.2.
Norminal
Channel
Bandwidth
and | Clause 4.2.2 g"i‘“ss: Clause 4.2.2.2 N/A PASS
Occupied T
Channel
Bandwidth
RF output
power, | iouse 423  Clause Clause 42.32 | +1.5dB PASS
power 5442
density
Transmitter
ggx‘t’fgl Clause 4.2.3 g'j‘f; Clause 4.2.3.2 +3 dB N/A
(TPC)
Transmitter Clause 5.4.5.2 Clause 4.2.4.1.2
unwanted | Clause 4.2.4 & & +3 dB PASS
emissions Clause 5.4.6.2 | Clause 4.2.4.2.2
Receiver
spurious | Clause 4.2.5| Clause 5.4.7.2 Clause 4.2.5.2 N/A PASS
emission
Clause 4.2.6.2.2.2
Dynamic & Clause 4.2.6.2.3.2
':SrZ?e“C?ig‘;y Clause 4.2.6 | Clause 5.4.8.2 i g:zzzg j;g;g; N/A PASS
(DFS) & Clause 4.2.6.2.6.2
& Clause 4.2.6.2.6.2
Adaptivity
(X::igg:' Clause 4.2.7 g:zzzg gjgg Clause 4.2.7.3.3.3 N/A PASS
Mechanism
Recelver | - use 4.2.8 |Clause 5.4.10.2|  Clause 4.2.8.4 N/A PASS
Blocking
User
Access | Clause 4.2.9 N/A Clause 4.2.9.2 N/A N/A
Restrictions
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I C I Report No.: TCT250324E043

3. General Information
3.1. Test environment and mode

tem Normal Extreme condition
Sl HVHT LVHT HVLT LVLT
Temperature +25°C +35°C +35°C -20°C -20°C
Voltage DC 3.87V DC 4.35V DC 3.5V DC 4.35V DC 3.5V
Humidity 20%-95%
Afomospher.lc 1008 mbar
ressure:
Test Mode:

Keep the EUT in transmitting mode with

TG e E: modulation.(100% duty cycle)

Receiving mode: Keep the EUT in receiving mode.

We have verified the construction and function in typical operation. All the test modes
were carried out with the EUT in transmitting operation, which was shown in this test
report and defined as follows: The Worst Case Modulation Configuration

Per-scan all kind of data rate in all channel, and found the follow list which it
was worst case and recorded.

Mode Data rate
802.11a 6Mbps
802.11n (HT20) MCSO0(128 Mbps)
802.11n (HT40) MCS0(128 Mbps)
802.11ac (VHT20) MCS0(160 Mbps)
802.11ac (VHT40) MCS0(160 Mbps)
802.11ac (VHT80) MCS0(160 Mbps)
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3.2. Description of Support Units

Report No.: TCT250324E043

The EUT has been tested as an independent unit together with other necessary
accessories or support units. The following support units or accessories were used to

form a representative test configuration during the tests.

Equipment

Model No.

Serial No.

FCCID

Trade Name

/

/

/

/

/

Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended use.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT250324E043

3.3. Test Instruments List

Radiated Emission

Name Model No. Manufacturer Date of Cal. Due Date
Spectrum FSQ40 R&S Jun. 27,2024 | Jun. 26, 2025
Analyzer

Pre-amplifier 8447D HP Jun. 27,2024 | Jun. 26, 2025

Pre-amplifier |[LNPA_0118G-45 SKET Jan. 21, 2025 | Jan. 20, 2026

Pre-amplifier |LNPA_1840G-50 SKET Jan. 21, 2025 | Jan. 20, 2026

Broadband VULB9163 | Schwarzbeck | Jun.?29,2024 | Jun. 28,2025
Antenna

Horn Antenna BBHA 9120D Schwarzbeck Jun. 29, 2024 | Jun. 28, 2025
Horn Antenna BBHA 9170 Schwarzbeck Jan. 23, 2025 | Jan. 22, 2026

Coaxial cable RE-03-D SKET Jun. 27,2024 | Jun. 26, 2025

Coaxial cable RE-03-M SKET Jun. 27,2024 | Jun. 26, 2025

Coaxial cable RE-03-L SKET Jun. 27,2024 | Jun. 26, 2025

Coaxial cable RE-04-D SKET Jun. 27,2024 | Jun. 26, 2025

Coaxial cable RE-04-M SKET Jun. 27,2024 | Jun. 26, 2025

Coaxial cable RE-04-L SKET Jun. 27,2024 | Jun. 26, 2025
ot 9% | FA-03A2RE+ | EZ_EMC / /

Conducted Emission

Name Model No. Manufacturer Date of Cal. Due Date
Signal N5182A Agilent Jun. 27, 2024 | Jun. 26, 2025
Generator
SpectLgy N9020A Agilent Jun. 27, 2024 | Jun. 26, 2025
Analyzer
Combiner Box | AT890-RFB Ascentest / /
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I C I Report No.: TCT250324E043

Test Facilities

Shenzhen TCT Testing Technology Co., Ltd.

Address: 2101 & 2201, Zhenchang Factory, Renshan Industrial Zone, Fuhai Subdistrict,
Bao'an District, Shenzhen, Guangdong, China

TEL: +86-755-27673339

5. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU

1 RF power, conducted +0.12dB
2 Spurious emissions, conducted +0.11 dB
3 All emissions, radiated(<1 GHz) +4.56 dB
4 All emissions, radiated(1 GHz - 18 GHz) +4.22 dB
5 All emissions, radiated(18 GHz- 40 GHz) +4.36 dB
6 Temperature +0.1°C
7 Humidity +1.0%
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6. Technical req

Report No.: TCT250324E043

uirements

6.1. Nominal Centre frequencies

6.1.1. Test Specification

Test Requirement:

ETSI EN 301 893 clause 4.2.1

Test Method:

ETSI EN 301 893 clause 5.4.2.2

Limit:

fcx20ppm

Test Setup:

Spectrum Analyzer

oo
S (o o o |
oo

— EET E.U.T

Non-Conducted Table
Temperature Chamber

Ground Reference Plane

Test Procedure:

1. The EUT was connected to spectrum analyser
and operated in an unmodulated test mode.
2. Under normal and extreme test condition of temperature,

the center frequency of the EUT has been measured
according to the standard.

3. Measure and record the results in the test report.

Test Instrument:

Refer to Item 3.3

Test Mode:

Refer to section 3.1 for details

Test Result:

PASS
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6.1.2. Test Data

Bandwidth: 20MHz

Report No.: TCT250324E043

- Measured Frequency (MHz)
Test Conditions
5240 MHz 5600 MHz
T nom (°C)| 25 nom (Voc) | 3.87 5240.00 5600.02
m\;x (Voc) | 4.35 5239.97 5600.04
T min (°C)|-20 v,
. (Vpoc) | 35 5239.93 5600.05
min
m\;x (Voc) | 4.35 5239.91 5600.01
T max (°C)| 35 v
. (Vpc) | 35 5239.96 5600.06
min
[Max. Deviation Frequency -0.09 0.06
|Max. Frequency Error (ppm) -17.18 10.71
Limits (ppm) +20
Result Complied

Bandwidth: 40MHz

- Measured Frequency (MHz)
Test Conditions
5230 MHz 5590 MHz
\
T nom (°C)| 25 nom (Voc) | 3.87 5230.00 5589.92
YV (vo) | 435 5229.98 5589.94
T min (°C)|-20 v
. (Vpc) | 35 5229.92 5589.96
min
m\;x (Voc) | 4.35 5229.96 5589.97
T max (°C)| 35 v
. (Vpc) | 35 5229.94 5589.95
min
[Max. Deviation Frequency -0.08 -0.08
|Max. Frequency Error (ppm) -15.30 -14.31
Limits (ppm) +20
Result Complied

Hotline: 400-6611-140

Tel: 86-755-27673339
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TCT

Bandwidth: 80MHz

Report No.: TCT250324E043

- Measured Frequency (MHz)
Test Conditions
5210 MHz 5530 MHz
Vv
Tnom (°C)| 25 | hom (Voc) | 3.87 5210.00 5529.92
m\gx (Voc) | 4.35 5209.94 5529.93
T min (°C)|-20 v,
min (Vpoc) | 3.5 5209.95 5529.94
m\gx (Voc) | 4.35 5209.99 5529.96
T max (°C)| 35 Vv
min (Vpoc) | 3.5 5209.93 5529.98
[Max. Deviation Frequency -0.07 -0.08
|Max. Frequency Error (ppm) -13.44 -14.47
Limits (ppm) +20
Result Complied

Hotline: 400-6611-140
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I C I Report No.: TCT250324E043

6.2. Nominal Channel Bandwidth and Occupied Channel Bandwidth

6.2.1. Test Specification

Test Requirement: |ETSIEN 301 893 clause 4.2.2

Test Method: ETSI EN 301 893 clause 5.4.3.2

The Nominal Channel Bandwidth for a single Operating Channel
shall be 20 MHz.

Alternatively, equipment may implement a lower Nominal
Channel Bandwidth with a minimum of 5 MHz.

The Occupied Channel Bandwidth shall be between 80 % and
100 % of the Nominal Channel Bandwidth

Limit:

Spectrum Analyzer

oo
S (o o o |
oo
" oo

oo E.U.T

T :
est Setu P Non-Conducted Table
Temperature Chamber

Ground Reference Plane

For the Occupied Bandwidth:

The UUT shall be configured to operate at a typical RF power

output level.

1. The output of the transmitter shall be connected to the
spectrum analyzer.

2. Setting the spectrum analyser:

Test Procedure: Centre Frequency: The centre frequency of the channel
under test.
RBW=100KHz, VBW=300KHz, Span=2*nominal bandwidth,
Detector=RMS, trace mode=Max Hold;

3. Measure and record the results in the test report.

4. Repeat all the frequency of the UUT.

Test Instrument: Refer to Item 3.3

Test Mode: Refer to section 3.1 for details

Test Result: PASS

All modulations have been tested, The worst modulation
reported only.

Remark:
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6.2.2. Test Data

Configuration IEEE 802.11a 6 Mbps

Nominal Occupied Bandwidth (MHz)

(MHz) (MH2) (MH2) Limit (MHz)
5240 802.11a 20 16.33 16-20 Pass
5600 802.11a 20 16.33 16-20 Pass

Configuration IEEE 802.11n (HT20) MCSO

Nominal Occupied Bandwidth (MHz)

Frequency Mode Bandwidth | Measured ] Result
(MHz) (MH2) (MHz2) Limit (MHz)
5240 802.11n 20 17.55 16-20 Pass
5600 802.11n 20 17.54 16-20 Pass

Configuration IEEE 802.11ac (VHT20) MCSO

Frequency Nominal Occupied Bandwidth (MHz)
(MHz) Mode Bandwidth | Measured Limit (MH2) Result
(MHz) (MHz)
5240 802.11ac 20 17.54 16-20 Pass
5600 802.11ac 20 17.55 16-20 Pass
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Configuration IEEE 802.11n (HT40) MCSO

Report No.: TCT250324E043

ey Nomir)al Occupied Bandwidth (MHz)
(MH2) Mode Bandwidth | Measured | |1 k) | RESUIE
(MHz) (MHz)
5230 802.11n 40 35.89 32-40 Pass
5590 802.11n 40 35.91 32-40 Pass
Configuration IEEE 802.11ac (VHT40) MCSO
Ty Nomir.]al Occupied Bandwidth (MHz)
(MH2) Mode sandwidth | measured | 1 vngy | RESUM
(MHz) (MHz)
5230 802.11ac 40 35.91 32-40 Pass
5590 802.11ac 40 35.91 32-40 Pass
Configuration IEEE 802.11ac (VHT80) MCSO
Frequency Nomir]al Occupied Bandwidth (MHz)
(MH2) Mode Bandwidth Measured Limit (MH2) Result
(MHz) (MHz)
5210 802.11ac 80 75.29 64-80 Pass
5530 802.11ac 80 75.26 64-80 Pass

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT250324E043

6.3. RF output power, Transmit Power Control (TPC) and EIRP spectral
density

6.3.1. Transmitter RF output power and power density

6.3.1.1. Test Specification

Test Requirement: |ETSI EN 301 893 clause 4.2.3

Test Method: ETSI EN 301 893 clause 5.4.4.2

Table 2: Mean e.i.r.p. limits for RF output power and Power Density at
the highest power level (PH)

Frequency Mean e.i.r.p. limit for P Mean e.i.r.p. density limit
range (dBm) (dBm/MHz)
(MHz) with TPC without TPC with TPC without TPC
5150 to 5 350 23 20/23 (see note 1) 10 7/10 (see note 2)
L| m |t 5470105725 30 (see note 3) 27 (see note 3) 17 (see note 3) 14 (see note 3)

NOTE 1: The applicable limit is 20 dBm, except for transmissions whose nominal bandwidth falls
completely within the band 5 150 MHz to 5 250 MHz, in which case the applicable limit is
23 dBm.

NOTE 2: The applicable limit is 7 dBm/MHz, except for transmissions whose nominal bandwidth falls
completely within the band 5 150 MHz to 5 250 MHz, in which case the applicable limit is
10 dBm/MHz.

NOTE 3: Slave devices without a Radar Interference Detection function shall comply with the limits for the
frequency range 5 250 MHz to 5 350 MHz.

Spectrum Analyzer
o Y o |
— O
| o Y o |
oo E.U.T
. 1| |
TeSt Setup' Non-Conducted Table
Temperature Chamber
Ground Reference Plane
Test Procedure: Refer to ETSI EN 301 893 clause 5.4.4.2
Test Instrument: Refer to Item 3.3
Test Result: PASS
All modulations have been tested, The worst modulation
Remark:

reported only.
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I C I Report No.: TCT250324E043

6.3.1.2. Test Data

Test Result of RF Output Power at the Highest Power — Px

Configuration 802.11a 6 Mbps

Test Conditions Frequency | Max Burst RMS Max EIRP Limit
(MHz) Power (dBm) (dBm EIRP) (dBm EIRP)
5180 6.43 7.93 23
5320 6.95 8.45 20
T nom(°C)| 25 | V nom(VDC) | 3.87
5500 3.48 4.98 20
5700 3.85 5.35 20
5180 6.41 7.91 23
5320 6.91 8.41 20
V max(Vbc) | 4.35
5500 341 4.91 20
5700 3.8 5.30 20
T min(°C) | -20
5180 6.38 7.88 23
: 5320 6.89 8.39 20
V min(VDC) 3.5
5500 3.46 4.96 20
5700 3.82 5.32 20
5180 6.35 7.85 23
5320 6.92 8.42 20
V max(Vbc) | 4.35
5500 3.45 4.95 20
5700 3.79 5.29 20
T max(°C)| 35
5180 6.4 7.90 23
5320 6.94 8.44 20
V min(VDC) 3.5
5500 3.43 4.93 20
5700 3.83 5.33 20
Result Complied

Note: Antenna Gain= 1.5dBi, this factors have been set in test software.
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TCT

Configuration 802.11n (HT20) MCSO

Report No.: TCT250324E043

Test Conditions Frequency | Max Burst RMS Max EIRP Limit
(MHz) Power (dBm) (dBm EIRP) (dBm EIRP)
5180 6.29 7.79 23
5320 6.87 8.37 20
T nom(°C)| 25 | V nom(VDC) | 3.87
5500 2.91 441 20
5700 5.57 7.07 20
5180 6.23 7.73 23
5320 6.84 8.34 20
V max(Vbc) | 4.35
5500 2.89 4.39 20
5700 5.562 7.02 20
T min(°C) | -20
5180 6.21 7.71 23
: 5320 6.82 8.32 20
V min(vVbc) | 3.5
5500 2.85 4.35 20
5700 5.56 7.06 20
5180 6.25 7.75 23
5320 6.85 8.35 20
V max(Vbc) | 4.35
5500 2.84 4.34 20
5700 5.55 7.05 20
T max(°C)| 35
5180 6.19 7.69 23
5320 6.78 8.28 20
V min(vVbc) | 3.5
5500 2.87 4.37 20
5700 5.51 7.01 20
Result Complied

Note: Antenna Gain= 1.5dBi, this factors have been set in test software.

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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Configuration 802.11ac (VHT20) MCSO

Report No.: TCT250324E043

Test Conditions Frequency | Max Burst RMS Max EIRP Limit
(MHz) Power (dBm) (dBm EIRP) (dBm EIRP)
5180 6.16 7.66 23
5320 6.86 8.36 20
T nom(°C)| 25 | V nom(VDC) | 3.87
5500 3.30 4.80 20
5700 -0.27 1.23 20
5180 6.13 7.63 23
5320 6.82 8.32 20
V max(Vbc) | 4.35
5500 3.28 4.78 20
5700 -0.31 1.19 20
T min(°C) | -20
5180 6.10 7.60 23
: 5320 6.85 8.35 20
V min(vVbc) | 3.5
5500 3.25 4.75 20
5700 -0.30 1.20 20
5180 6.09 7.59 23
5320 6.81 8.31 20
V max(Vbc) | 4.35
5500 3.21 4.71 20
5700 -0.32 1.18 20
T max(°C)| 35
5180 6.14 7.64 23
5320 6.80 8.30 20
V min(vVbc) | 3.5
5500 3.23 4.73 20
5700 -0.35 1.15 20
Result Complied

Note: Antenna Gain= 1.5dBi, this factors have been set in test software.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Configuration 802.11n (HT40) MCSO

Test Conditions Frequency Max Burst RMS Max EIRP Limit
(MHz) Power (dBm) (dBm EIRP) (dBm EIRP)
5190 5.86 7.36 23
5310 6.49 7.99 20
T nom(°C)| 25 | V nom(VDC) | 3.87
5510 3.50 5.00 20
5670 1.94 3.44 20
5190 5.82 7.32 23
5310 6.45 7.95 20
V max(Vbc) | 4.35
5510 3.47 4.97 20
5670 1.90 3.40 20
T min(°C) | -20
5190 5.81 7.31 23
5310 6.41 7.91 20
V min(VDC) 3.5
5510 3.43 4.93 20
5670 1.87 3.37 20
5190 5.78 7.28 23
5310 6.46 7.96 20
V max(Vbc) | 4.35
5510 3.45 4.95 20
5670 1.92 3.42 20
T max(°C)| 35
5190 5.85 7.35 23
5310 6.42 7.92 20
V min(VDC) 3.5
5510 3.42 4.92 20
5670 1.89 3.39 20
Result Complied

Note: Antenna Gain= 1.5dBi, this factors have been set in test software.
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Configuration 802.11ac (VHT40) MCSO

Report No.: TCT250324E043

Test Conditions Frequency | Max Burst RMS Max EIRP Limit
(MHz) Power (dBm) (dBm EIRP) (dBm EIRP)
5190 5.72 7.22 23
5310 6.38 7.88 20
T nom(°C)| 25 | V nom(VDC) | 3.87
5510 3.02 4.52 20
5670 452 6.02 20
5190 5.70 7.20 23
5310 6.34 7.84 20
V max(Vbc) | 4.35
5510 3.00 4.50 20
. 5670 451 6.01 20
T min(°C) | -20
5190 5.68 7.18 23
5310 6.35 7.85 20
V min(VDC) 3.5
5510 2.98 4.48 20
5670 4.48 5.98 20
5190 5.65 7.15 23
5310 6.31 7.81 20
V max(Vbc) | 4.35
5510 2.96 4.46 20
5670 4.46 5.96 20
T max(°C)| 35
5190 5.66 7.16 23
5310 6.33 7.83 20
V min(VDC) 3.5
5510 2.97 4.47 20
5670 4.45 5.95 20
Result Complied

Note: Antenna Gain= 1.5dBi, this factors have been set in test software.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Configuration 802.11ac (VHT80) MCSO

Test Conditions Frequency Max Burst RMS Max EIRP Limit
(MHz) Power (dBm) (dBm EIRP) (dBm EIRP)
5210 5.38 6.88 23
5290 5.55 7.05 20
T nom(°C)| 25 | V nom(VDC) | 3.87
5530 2.39 3.89 20
5610 3.05 4.55 20
5210 5.35 6.85 23
5290 5.52 7.02 20
V max(Vbc) | 4.35
5530 2.34 3.84 20
. 5610 3.03 4.53 20
T min(°C) | -20
5210 5.31 6.81 23
5290 5.5 7.00 20
V min(VDC) 3.5
5530 2.36 3.86 20
5610 3.00 4.50 20
5210 5.33 6.83 23
5290 5.52 7.02 20
V max(Vbc) | 4.35
5530 2.38 3.88 20
5610 2.99 4.49 20
T max(°C)| 35
5210 5.34 6.84 23
5290 5.53 7.03 20
V min(VDC) 3.5
5530 2.31 3.81 20
5610 2.98 4.48 20
Result Complied

Note: Antenna Gain= 1.5dBi, this factors have been set in test software.
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Test Result of Power Density

Configuration 802.11a 6 Mbps

Report No.: TCT250324E043

Test Conditions Frequency| Conducted Power Density | EIRP Power Density Limit
(MHz) (dBm/MHz) (dBm/MHz)
5180 -2.64 10
5320 -2.12 7
T nom(°C)| 25 |V nom(VDC)3.87
5500 -5.54 7
5700 -5.17 7
Result Complied

Configuration 802.11n (HT20) MCSO

Test Conditions Frequency| Conducted Power Density | EIRP Power Density Limit
(MHz) (dBm/MHz) (dBm/MHz)
5180 -2.89 10
5320 -2.33 7
T nom(°C)| 25 |V nom(VDC)3.87
5500 -6.33 7
5700 -3.71 7
Result Complied

Configuration 802.11ac (VHT20) MCSO

Test Conditions Frequency| Conducted Power Density | EIRP Power Density Limit
(MHz) (dBm/MHz) (dBm/MHz)
5180 -2.95 10
5320 -2.42 7
T nom(°C)| 25 |V nom(VDC)3.87
5500 -5.78 7
5700 -9.43 7
Result Complied

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Configuration 802.11n (HT40) MCSO

Report No.: TCT250324E043

Test Conditions Frequency| Conducted Power Density | EIRP Power Density Limit
(MHz) (dBm/MHz) (dBm/MHz)
5190 -6.22 10
5310 -5.52 7
T nom(°C)| 25 |V nom(VDC)3.87
5510 -8.47 7
5670 -10.11 7

Result

Complied

Configuration 802.11ac (VHT40) MCSO

st Canclions Frequency| Conducted Power Density | EIRP Power Density Limit
(MHz) (dBm/MHz) (dBm/MHz)
5190 -6.46 10
5310 -5.63 7
T nom(°C)| 25 |V nom(VDC)3.87
5510 -9.09 7
5670 -71.57 7

Result

Complied

Configuration 802.11ac (VHT80) MCSO

Test Conditions Frequency| Conducted Power Density | EIRP Power Density Limit
(MHz) (dBm/MHz) (dBm/MHz)
5210 -10.07 10
5290 -9.82 7
T nom(°C)| 25 |V nom(VDC)3.87
5530 -13.14 7
5610 -12.37 7

Result

Complied

Test plots as follows:

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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802.11a Modulation

Report No.: TCT250324E043

5180MHz 802.11 a

Frequency: 5180 MHz ;
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Freguency: 5500 MHz

Report No.: TCT250324E043

5500MHz 802.11 a

Power Spectral Density PSD: -5.54 dBm/MHz
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802.11n (HT20) Modulation

Report No.: TCT250324E043

5180MHz 802.11 n20
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Power Spectral Density P5D: -2.89 dBm/MHz
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Freguency: 5500 MHz

Report No.: TCT250324E043

5500MHz 802.11 n20

Power Spectral Density PSD: -6.33dBm/MHz
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802.11ac (VHT20) Modulation

Report No.: TCT250324E043

5180MHz 802.11 ac20

Freguency: 5180 MHz . r
Power Spectral Density PSD: -2.85dBmiMHz

—— PSD{dBm/10KHz)
— PSD(dBm/MHz)

+  Max Foint

-2.85dBm

Amplitude [dB m|

-100

5250

Fregquency (MHz)
RBW: 10 KHz, VBiW/: 30 KHz, Sweep Points: 20001

5320MHz 802.11 ac20

Frequency: 5320 MHz ;
Power Spectral Density P5D: -2.42 4Bm/MHz

— PSD(dBm/10KHz)
—— PSD(dBm/MHz)
+  Max Point

-242dBm

Amplitude (dBm|
[
c
—

-100

5250

Freguency (MHz)
RBW: 10 KHz, VBW: 30 KHz, Sweep Points: 20001

Page 29 of 127
Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




TCT

Freguency: 5500 MHz

Report No.: TCT250324E043

5500MHz 802.11 ac20
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802.11n (HT40) Modulation

Report No.: TCT250324E043

5190MHz 802.11 n40
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Freguency: 5510 MHz

Report No.: TCT250324E043
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Power Spectral Density PSD: -8.47 dBm/MHz
o = PSD(dEm/10KHz)
—— PSD(dBm/MHz)
+  Max Point
- -8.47 dBm
-28
B
=
=
2
%
E
=
52
)
-100
5470 55075 5725
Freguency (MHz)
REW: 10 KHz, VBW: 20 KHz, Sweep Points: 25501
5670MHz 802.11 n40
Freguency: 5670 MHz "
Power Spectral Density PSD:-10.11dBm/MHz
20 —— PSD(dBm/10KHz)

— PSD(dBm/MHz)

+  Max Foint

-10.11 dBm

Amplitude [dBm|

5470 55975

Fregquency (MHz)
RBW: 10 KHz, VBiW/: 30 KHz, Sweep Points: 25501

Page 32 of 127
Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




TCT

802.11ac (VHT40) Modulation

Report No.: TCT250324E043

5190MHz 802.11 ac40
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Freguency: 5510 MHz

Report No.: TCT250324E043

5510MHz 802.11 ac40
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802.11ac (VHT80) Modulation

Report No.: TCT250324E043
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Report No.: TCT250324E043

5530MHz 802.11 ac80
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6.3.2. Transmit Power Control (TPC)

6.3.2.1. Test Specification

Test Requirement: |ETSIEN 301 893 clause 4.2.3
Test Method: ETSI EN 301 893 clause 5.4.4.2
Table 3: Mean e.i.r.p. limits for RF Output Power
at the lowest power level of the TPC range
Limit: Frequency range Mean e.i.r.p. (dBm) limit for P
: 5 250 MHz to 5 350 MHz 17
5470 MHz to 5 725 MHz 24 (see note)
NOTE: Slave devices without a Radar Interference Detection function
shall comply with the limits for the band 5 250 MHz to 5 350 MHz.
Spectrum Analyzer
o |
-— OO
o |
S E.U.T
. ] |
Test Setup' Non-Conducted Table
Temperature Chamber
Ground Reference Plane
Test Procedure: Refer to ETSI EN 301 893 clause 5.4.4.2
Test Instrument: Refer to Item 3.3
The DUT doesn’t support this function. So this test item is not
Test Result: .
applicable.
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6.4. Transmitter unwanted emissions
6.4.1. Transmitter unwanted emissions outside the 5G RLAN band

6.4.1.1. Test Specification

Test Requirement: | ETSI EN 301 893 clause 4.2.4.1
Test Method: ETSI EN 301 893 clause 5.4.5

Table 4: Transmitter unwanted emission limits outside the 5 GHz RLAN bands

Frequency range Maximum power Bandwidth
30 MHz to 47 MHz -36 dBm 100 kHz
47 MHz to 74 MHz -54 dBm 100 kHz
74 MHz to 87,5 MHz -36 dBm 100 kHz
87,5 MHz to 118 MHz -54 dBm 100 kHz
Limit: 118 MHz to 174 MHz -36 dBm 100 kHz
174 MHz to 230 MHz -54 dBm 100 kHz
230 MHz to 470 MHz -36 dBm 100 kHz
470 MHz to 862 MHz -54 dBm 100 kHz
862 MHz to 1 GHz -36 dBm 100 kHz
1GHz to 5,15 GHz -30 dBm 1 MHz
5,35 GHz to 5,47 GHz -30 dBm 1 MHz
5,725 GHz to 26 GHz -30 dBm 1 MHz

For conducted emission

Spectrum Amnalyzer

s s o
S [ [ e s |
s s o
— e e e

o= E.U.T

=

Test setup:

[ | [ ]
Non-Conducted Table

Temperature Chamber

Ground Reference Plane

1. The output of the transmitter shall be connected to the
spectrum analyzer through an attenuator.

2. Setthe Spectrum Analyzer as below: RBW=100KHz,
VBW=300KHz when frequency below 1GHz;
RBW=1MHz, VBW=3MHz when abovelGHz.
Detector=Peak, Trace mode=Max Hold.

Frequency range: according to the above table 4

3. Find the peak value of the power envelope and record in
the report;

4. Repeat the above procedure for other frequency range

Test Instruments: Refer to Item 3.3

Test procedure:

Test Mode: Transmitting mode
Test Result PASS

All modulations have been tested, The worst modulation
Remark:

reported only.
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6.4.1.2. Test Data

Report No.: TCT250324E043

802.11a Modulation

5240MHz 802.11 a

Frequency: 5240 MHz . o . .
Transmitter d in the spi domain

— Limit
— Trace

+ Emissions

Amplitude (dBm|

R0 111 Y B oG Segee

-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz

Freguency

5600MHz 802.11 a

Frequency 5600 MHz . o i i
Transmitter d in the domain

P

— Limit
= Trace

+ Emissions

Amplitude [dB m|

J LI L L m

-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz

Frequency
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802.11n (HT20) Modulation

Freguency: 5240 MHz

Amplitude [dBm|

Report No.: TCT250324E043

5240MHz 802.11n20

Transmitter

in the spur domain

— Limit
— Trace

+ Emissions

J LU L L b

-100
30 MHz 100 MHZ

Amplitude (dBm|

1GHZ 10GHZ 26 GHz
Frequency
5600MHz 802.11 n20
Frequency: 5600 MHz B - B B
Transmitter d in the sp domain
— Limit
— Trace
+ Emissions
-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz
Freguency

Hotline: 400-6611-140

Tel: 86-755-27673339
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802.11ac (VHT20) Modulation

5240MHz 802.11 ac20

Freguency: 5240 MHz N
Transmitter

d emissi in the ious domain

— Limit
— Trace

+ Emissions

Amplitude [dBm|
[

-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz

Frequency

5600MHz 802.11 ac20

Freguency: 5600 MHz

Transmitter d emissi in the spurk domain
20 — Limit
— Trace
+ Emissions
E
=
= I L —
= I
= |
H
E |
<
-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz
Freguency
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802.11n (HT40) Modulation

Report No.: TCT250324E043

5230MHz 802.11 n40

Frequency: 5230 MHz B o - B B
Transmitter d in the sp domain

— Limit
— Trace
+ Emissions

E

=

= I L —

= I

= |

H

E |

H W 'W '

-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz
Freguency
5590MHz 802.11 n40
Frequency: 5550 MHz B o - B B
Transmitter d in the sp domain
20 — Limit
— Trace
+ Emissions
E
=
= I L —
= I
= |
H
E |
<
-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz
Freguency
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802.11ac (VHT40) Modulation

Report No.: TCT250324E043

5230MHz 802.11 ac40

Frequency: 5230 MHz B o - B B
Transmitter d in the sp domain

— Limit
— Trace
+ Emissions
E
=
= I L —
= |
E |
<
-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz
Freguency
5590MHz 802.11 ac40
Frequency: 5550 MHz B o - B B
Transmitter d in the sp domain
20 — Limit
— Trace

+ Emissions

Amplitude (dBm|

LU U L

-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz

Freguency

Page 43 of 127

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT250324E043

802.11ac (VHT80) Modulation

5210MHz 802.11 ac80

Freguency: 5210 MHz

Transmitter d emissi in the spur domain
20 — Limit
— Trace
+ Emissions
-28
B
= — L —
2 |
£ |
=
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz
Frequency

5530MHz 802.11 ac80

Frequency: 5530 MHz B o - B B
Transmitter d in the sp domain

— Limit
— Trace

+ Emissions

Amplitude (dBm|

JUU U L e

-100
30 MHz 100 MHZ 1GHZ 10GHZ 26 GHz

Freguency
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Report No.: TCT250324E043

6.4.2. Transmitter unwanted emissions within the 5G RLAN band

6.4.2.1. Test Specification

Test Requirement:

ETSI EN 301 893 clause 4.2.4.2

Test Method:

ETSI EN 301 893 clause 5.4.6

Relative Level (dB)

0 dB = Reference Level

-20 dB

-28 dB

o 4008

-47 dB

I—imit: 10.8xN  -9xN ;-’1,5”\1 N / “\\ 0 /’ \ N 15xN 4 9% N 108x N
055N -05xN  05xN  055xN Frequency offset (MHz)
N = Nominal Channel Bandwidth [MHz]
Figure 1: Transmit spectral power mask
The mean Power Density (measured with a 1 MHz
measurement bandwidth) of the transmitter unwanted
emissions within the 5 GHz RLAN bands shall not exceed the
limits of the mask provided in figure 1 or an absolute level
of -30 dBm/MHz, whichever is greater. The limits in figure 1
are relative to the maximum Power Density of the RLAN
device when measured with a reference bandwidth of 1 MHz.
For conducted emission
Spectrum Analyzer
o o
S e I o ) |
o o
- oo E.U.T
Test setup:

Non-Conducted Table
Temperature Chamber

Ground Reference Plane

Test procedure:

1. The output of the transmitter shall be connected to the
spectrum analyzer through an attenuator.

2. According to the above figure 1, calculate the frequencies
and limits for each section, and set up the limit

3. Set the Spectrum Analyzer as below:
RBW=1MHz, VBW=30kHz, Detector=Peak,
Trace = max hold

4. Record the test result.

Hotline: 400-6611-140
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Report No.: TCT250324E043

Test Instruments: Refer to Item 3.3
Test Mode: Transmitting mode
Test Result PASS
All modulations have been tested, The worst modulation
Remark:
reported only.

Hotline: 400-6611-140
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6.4.2.2. Test Data
802.11a Modulation

Report No.: TCT250324E043

5180MHz 802.11 a

Fregquency: 5180.00 MHz i o .
Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit
- EIE
+  Bandl Max
+ Band2 Max
=)
s
T
E
El
E
<
5150.84 M
ki ([ ST e ol sl in e RRPT F
. sl
Freguency (MHz)
REW: 1000 KHz, VBW: 30 KHz. Sweep Paints: 5001
Frequency: 5120.00 MHz i . .
Transmitter unwanted emissions within the 5 GHz RLAN bands
20 — Limit
- EIE
+  Bandl Max
+ Band2 Max
20
E
=
=
2
%
E
<
-40
02 6 Mz 2997 dB
(U WPTRR T T TP (I 1 el bt L " A Ahaela ol FIRTRY A Earpr Py i iegir e TR} |
5470 55075
Freguency (MHz)
REW: 1000 KHz, VBW: 30 KHz. Sweep Paints: 5001
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Hotline: 400-6611-140

Amplitude (dBm|

Ampliude (dBc|

T

Frequency: 5320.00 MHz

5320MHz 802.11 a

Transmitter unwanted emissions within the 5 GHz RLAN bands

b TR Y T

5283.76 MHz, -

Report No.: TCT250324E043

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: 5320.00 MHz

5250

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

i ki Lvia b bl

TP TPy T
al N

ORRUT PRT YUY P P PR TIPTY PR |

L

™

= Limit
—EB
+ Bandl Max
+  Band2 Max

— Limit

— EIB
+ Bandl Max
+ Band2 Max

572378-MHz, -49.59 dB

bl

-l

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Tel: 86-755-27673339

Freguency (MHz)

Fax: 86-755-27673332
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Freguency: 5500.00 MHz

Ampliude (dBc|

Report No.: TCT250324E043

5500MHz 802.11 a

Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max
5275 16 MHz, -48 ?LdB
" ativiadh i mmsn onahi o b ikt etk e Ihebalihmd o
5250 5350
Frequency (MHz)
REW: 1000KHz, VBW: 30 KHz, Sweep Points:5001
Freguency: 5500.00 MHz N L L
Transmitter unwanted emissions within the 5 GHz RLAN bands
— Limit
— EIB
+ Bandl Max
+ Band2 Max

Amplitude (dBm|

TR i

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Freguency (MHz)
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Frequency: 5700.00 MHz

Ampliude (dBc|

5700MHz 802.11 a

Transmitter unwanted emissions within the 5 GHz RLAN bands

Report No.: TCT250324E043

= Limit
—EB
+ Bandl Max
+  Band2 Max
527248 MHz, -47 dB
kil Lok Aodah s s sl il by Ll IR TP " T i YTy
> Ly
5250 535
Frequency (MHz)
REW: 1000KHz, VBW: 30 KHz, Sweep Points:5001
Freguency: 5700.00 MHz N L L
Transmitter unwanted emissions within the 5 GHz RLAN bands
— Limit
— EIB
+ Bandl Max
+ Band2 Max

Amplitude (dBm|

547221 MHz, -47.] dB
L n a i,

PRI AT ORI oy PO oo dbintiuk ondhiab bl

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Freguency (MHz)

Fax: 86-755-27673332
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Report No.: TCT250324E043

802.11n (HT20) Modulation

Frequency: 5180.00 MHz

Ampliude (dBc|

5150.4 MHz, -

5180MHz 802.11 n20

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit
—EB
+ Bandl Max
+  BandZ Max

RBW: 1000KHz, VBW. 30 KHz, Sweep Points:5001

Frequency: 5180.00 MHz

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

- EIE
+  Bandl Max
+ Band2 Max

E
=}
=
2
%
E
<

40

551525 MHz -43.4 4B
) TR FRY TRV P P T8 Lochdibaoriabbbdlniank o Al Sl sk kel el i &
5470 55975 5725
Freguency (MHz)
REW: 1000 KHz, VBW: 30 KHz. Sweep Paints: 5001

Hotline: 400-6611-140
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Frequency: 5320.00 MHz

Ampliude (dBc|

Report No.: TCT250324E043

5320MHz 802.11 n20

Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max

bl fasiid

bt Lasiielnk . "

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: 5320.00 MHz

Amplitude (dBm|

5250 5350

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

— EIB
+ Bandl Max
+ Band2 Max

bl e al L JARTRNTIONT I

EE54-97 MHz—49-57-4B-

PR TRV 1 L Lt sl bobibubetnammetih

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Freguency (MHz)
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Freguency: 5500.00 MHz

Ampliude (dBc|

5187.52 MHz, -48.19 dB

5500MHz 802.11 n20

Transmitter unwanted emissions within the 5 GHz RLAN bands

R, -

Report No.: TCT250324E043

= Limit
—EB
+ Bandl Max
+  Band2 Max

TR ] Lk b bkl bbb sl " m
Y

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: 5500.00 MHz

Amplitude (dBm|

5250

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

— EIB
+ Bandl Max
+ Band2 Max

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

S S
5721.18|MHz, -48.52 dB
PRV PTRR TREPY ¥ MY » et " T )
Freguency (MHz)

Fax: 86-755-27673332
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Frequency: 5700.00 MHz

Amplitude [dBc|

Report No.: TCT250324E043
5700MHz 802.11 n20
Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

- EIE
+  Bandl Max
+ Band2 Max

5337 84 MHz, -47.73 4B

PRERITOP ROy TARPEN Y Ll L

P R BT 1 o i

PP bl el i ]

ik

REW: 1000KHz, VEW: 30 KHz. Sweep Points:5001

Frequency: 5700.00 MHz

Amplitude [dBm|

Freguency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max

bl o - "

I P T X S

5470

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Frequency (MHz)
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802.11ac (VHT20) Modulation

5180MHz 802.11 ac20

Fregquency: 5180.00 MHz i o .
Transmitter unwanted emissions within the 5 GHz RLAN bands

Report No.: TCT250324E043

— Limit
— EIB
+ Bandl Max
+ Band2 Max
=)
s
T
E
El
E
<
MHz, -45.82 dB
Lol o AL sl " " ittt
Freguency (MHz)
RBEW: 1000KHz, VBW: 30 KHz, Sweep Points:5001
Frequency: 5180.00 Mz . o o
Transmitter unwanted emissions within the 5 GHz RLAN bands
20 — Limit
—EB
+ Bandl Max
+  BandZ Max
E
=
E
=
£
=<
-40
5476 T HAHz ~45:8+-d6
bl | [P ekt kit i Mo ol L .
5470 55975
Frequency (MHz)
RBW: 1000KHz, VBW. 30 KHz, Sweep Points:5001
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Frequency: 5320.00 MHz

Report No.: TCT250324E043

5320MHz 802.11 ac20
Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max

Ampliude (dBc|

PRI Ll i i b b S TP Y
y

5250 5350

Frequency (MHz)
REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: £320.00 MHz N L L
Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

— EIB
+ Bandl Max
+ Band2 Max

E
]
Il
E
E
5
=

40

PRI PR PSR et ok s el i TP RRRTPI RTYPR T A [PPW |
f .
5470 55975 5725
Freguency (MHz)
RBEW: 1000KHz, VBW: 30 KHz, Sweep Points:5001
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Freguency: 5500.00 MHz

Report No.: TCT250324E043

5500MHz 802.11 ac20

Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max
-20
G}
=
]
E]
EH
E
<
52.7524MH2.743.IBdB
PR PRI Y (TP PR U VTP O P WBPT TR Y VT PTRPRIPT FOGPIPPIoR, TS A TR IATTEN PTS
i
5 5250 5350
Frequency (MHz)
REW: 1000KHz, VBW: 30 KHz, Sweep Points:5001
Freguency: 5500.00 MHz N L L
Transmitter unwanted emissions within the 5 GHz RLAN bands
20 — Limit
— EIB
+ Bandl Max
+ Band2 Max

E
=
T
E
El
E
<

40

572174 MHz 4877 B
- ol PO T TRy kb TR PR il dbidinsinatiibaant. o
o " .l
5470 55975 5725
Freguency (MHz)
RBEW: 1000KHz, VBW: 30 KHz, Sweep Points:5001

Page 57 of 127

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




TCT

Frequency: 5700.00 MHz

Ampliude (dBc|

5700MHz 802.11 ac20

Transmitter unwanted emissions within the 5 GHz RLAN bands

5306.72 MHz, -47.53 dB

Report No.: TCT250324E043

= Limit
—EB
+ Bandl Max
+  Band2 Max

T Mk Lol ik

TR

TP PTTRTY

Lo b al ) do o pan b ol Lol b T gl T

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: 5700.00 MHz

Amplitude (dBm|

5250

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

ey (TR Y m T

Ltatahih

— Limit

— EIB
+ Bandl Max
+ Band2 Max

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Freguency (MHz)

Fax: 86-755-27673332
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802.11n (HT40) Modulation

Frequency: 5190.00 MHz

5190MHz 802.11 n40

Transmitter unwanted emissions within the 5 GHz RLAN bands

Report No.: TCT250324E043

— Limit
— EIB
+ Bandl Max
+ Band2 Max
| :; || : |
| |
| |
Il |[ |
| / \ |
| |
| |
|
o | |
= ~ ~.
: | >
T
E
El
E
<
868 MHz, -47.54 dB
|
o s sttt dabsstihriil bt M
Freguency (MHz)
RBEW: 1000KHz, VBW: 30 KHz, Sweep Points:5001
Frequency: 5130.00 Mz . o o
Transmitter unwanted emissions within the 5 GHz RLAN bands
20 — Limit
—EB
+ Bandl Max
+  BandZ Max
E
=
E
H
£
=<
-40
5682.26 MHz, -52.34 dB
PRPVRTERC WA PR AL " i FORPR TR - b i kbbbl
5470 55075 5725
Frequency (MHz)
RBW: 1000KHz, VBW. 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Freguency: 5310.00 MHz

Ampliude (dBc|

5310MHz 802.11 n40

Transmitter unwanted emissions within the 5 GHz RLAN bands

5248.64 MHz, -45.09
1

Ll

[PLT e " vl

Report No.: TCT250324E043

= Limit
—EB
+ Bandl Max
+  Band2 Max

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: 5310.00 MHz

Amplitude (dBm|

5250

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

b bl Ll il “ il

ik " s bt el bt

— Limit

— EIB
+ Bandl Max
+ Band2 Max

5696.34 MHz, -47.4 dB
o T et

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Freguency (MHz)

Fax: 86-755-27673332
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Freguency: 5510.00 MHz

Ampliude (dBc|

Report No.: TCT250324E043

5510MHz 802.11 n40
Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max

534172 MHz, -44.92 dB

" kb | ntdebiinagieaiih oy A POTRRTIN SR WP ) . 4 "

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Freguency: 5510.00 MHz

Amplitude (dBm|

5250 5350

Frequency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

— EIB
+ Bandl Max
+ Band2 Max

5718 98 MHz, -45.09 dB

Ll T O PP EPIRPTU [RF RN VUT Y PO PP | . Lot

5470

RBW: 1000KHz, VBW.: 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Freguency (MHz)
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Frequency: 5670.00 MHz

Amplitude [dBc|

5196.44 MHz -49.16 4B

Report No.: TCT250324E043

5670MHz 802.11 n40

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

- EIE
+  Bandl Max
+ Band2 Max

PTIE R PR TE A TREY

Joanral

O

PRTTRRI RRTTIRTN O] L L VIR T TUUr P IE PRI o ekl
f

REW: 1000KHz, VEW: 30 KHz. Sweep Points:5001

Freguency: 5670.00 MHz

Amplitude [dBm|

Freguency (MHz)

Transmitter unwanted emissions within the 5 GHz RLAN bands

= Limit
—EB
+ Bandl Max
+  Band2 Max

5470

REW. 1000KHz, VBW. 30 KHz, Sweep Points:5001

Hotline: 400-6611-140

Tel: 86-755-27673339

Frequency (MHz)
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802.11ac (VHT40) Modulation

Frequency: 5190.00 MHz

Amplitude [dBc|

Report No.: TCT250324E043

5190MHz 802.11 ac40

Transmitter unwanted emissions within the 5 GHz RLAN bands

— Limit

— EIB
+ Bandl Max
+ Band2 Max
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Freguency: 5310.00 MHz

Ampliude (dBc|

Report No.: TCT250324E043

5310MHz 802.11 ac40
Transmitter unwanted emissions within the 5 GHz RLAN bands
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+  Band2 Max
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Freguency: 5510.00 MHz

Report No.: TCT250324E043

5510MHz 802.11 ac40
Transmitter unwanted emissions within the 5 GHz RLAN bands
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Frequency: 5670.00 MHz

Amplitude [dBc|

Report No.: TCT250324E043

5670MHz 802.11 ac40
Transmitter unwanted emissions within the 5 GHz RLAN bands
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802.11ac (VHT80) Modulation

5210MHz 802.11 ac80

Frequency: 5210.00 MHz

Transmitter unwanted emissions within the 5 GHz RLAN bands

Amplitude [dBc|

Report No.: TCT250324E043
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Hotline: 400-6611-140

T

Freguency: 5250.00 MHz

Report No.: TCT250324E043

5290MHz 802.11 ac80

Transmitter unwanted emissions within the 5 GHz RLAN bands
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Freguency: 5530.00 MHz

5530MHz 802.11 ac80

Transmitter unwanted emissions within the 5 GHz RLAN bands

Report No.: TCT250324E043
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Frequency: 5610.00 MHz

Amplitude [dBc|

5610MHz 802.11 ac80

Transmitter unwanted emissions within the 5 GHz RLAN bands

Report No.: TCT250324E043
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6.5. Receiver spurious emissions

6.5.1. Test Specification

Report No.: TCT250324E043

Test Requirement:

ETSI EN 301 893 clause 4.2.5

Test Method:

ETSI EN 301 893 clause 5.3.7.2

Limit:

Table 5: Spurious radiated emission limits

Frequency range

Maximum power

Measurement bandwidth

30 MHz to 1 GHz

-57 dBm

100 kHz

1 GHz to 26 GHz

-47 dBm

1 MHz

Test Setup:

For Radiated
Below 1GHz

—_————
E Antenna Tower
= | Antenna
(V=4
n

- )
J:Q
|
ane S (7]

Above 1GHz

A EUT

== "
Gos—" I (Tumtable)

Harn Antenna Antenna Tower - |

Controller

Test Mode:

Receive Mode

Test Procedure:

Below 1GHz test procedure:

1. On the test site as test setup graph above, the EUT shall be
placed at the 1.5m support on the turntable and in the
position closest to normal use as declared by the provider.

2. The test antenna shall be oriented initially for vertical
polarization and shall be chosen to correspond to the
frequency of the transmitter. The output of the test antenna

Hotline: 400-6611-140

Tel: 86-755-27673339
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Report No.: TCT250324E043

shall be connected to the measuring receiver.

3. The transmitter shall be switched on, if possible, without
modulation under test.

4. The test antenna shall be raised and lowered from 1m to 4m
until a maximum signal level is detected by the measuring
receiver. Then the turntable should be rotated through 360°
in the horizontal plane, until the maximum signal level is
detected by the measuring receiver.

5. Repeat step 4 for test frequency with the test antenna
polarized horizontally.

6. Remove the transmitter and replace it with a substitution
antenna (the antenna should be half-wavelength for each
frequency involved).

7. The center of the substitution antenna
should be approximately at the same location as the center
of the transmitter. At the lower frequencies, where the
substitution antenna is very long, this will be impossible to
achieve when the antenna is polarized vertically. In such
case the lower end of the antenna should be 0.4 m above
the ground.

8. Feed the substitution antenna at the transmitter end with a
signal generator connected to the antenna by means of a
Non-radiating cable. With the antennas at both ends
vertically
polarized, and with the signal generator tuned to a particular
test frequency, raise and lower the test antenna to obtain a
maximum reading at the spectrum analyzer. Adjust the level
of the signal generator output until the previously recorded
maximum reading for this set of conditions is obtained. This
should be done carefully repeating the adjustment of the test

antenna and generator output.

9. Repeat step 7 with both antennas horizontally polarized for
each test frequency.

10. Calculate power in dBm into a reference ideal half-wave
dipole antenna by reducing the readings obtained in steps 7
and 8 by the power loss in the cable between the generator
and the antenna, and further corrected for the gain of the
substitution antenna used relative to an ideal half-wave
dipole antenna by the following formula:

ERP(dBm) = Pg(dBm) — cable loss (dB) +
antenna gain (dBd)

where: Pg is the generator output power into the substitution
antenna.

Above 1GHz test procedure:

Hotline: 400-6611-140
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Different between above is the test site, change from Semi-
Anechoic Chamber to fully Anechoic Chamber, and the test
antenna do not need to raise from 1 to 4m, just test in 1.5m

height.
Test Instrument: Refer to Item 3.3
Test Result: PASS

All modulations have been tested, The worst modulation

Remark: reported only.
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6.5.2. Test Data

802.11a Modulation

Report No.: TCT250324E043

5240MHz
FELIIENEY Spurious Emission Limit (dBm) | Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -75.24 -57.00
1201.47 V -65.61 -47.00
5140.54 Vv -67.93 -47.00

- vV - -

. PASS

321.43 Horizontal -79.89 -57.00
1201.47 H -65.05 -47.00
5140.78 H -68.37 -47.00

_ H - -

5600MHz
S Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -65.06 -57.00
1201.47 Vv -65.61 -47.00
5140.54 Vv -65.95 -47.00

- vV i i

. PASS

321.43 Horizontal -79.47 -57.00
1201.47 H -64.58 -47.00
5140.78 H -68.02 -47.00

Il H - i

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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802.11n (HT20) Modulation

Report No.: TCT250324E043

5240MHz
FrECIEnE) Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -74.43 -57.00
1201.47 V -64.24 -47.00
5140.54 Vv -70.31 -47.00

- \V/ - -

: PASS

321.43 Horizontal -78.96 -57.00
1201.47 H -68.45 -47.00
5140.78 H -69.12 -47.00

- H - -

5600MHz
STEEILENE Spurious Emission Limit (dBm) | Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -77.59 -57.00
1201.47 Y, -64.04 -47.00
5140.54 V -67.28 -47.00

- V - -

: PASS

321.43 Horizontal -81.96 -57.00
1201.47 H -65.87 -47.00
5140.78 H -68.61 -47.00

- H - -

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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802.11ac (VHT20) Modulation

Report No.: TCT250324E043

5240MHz
FrECIEnE) Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -76.42 -57.00
1201.47 \ -65.25 -47.00
5140.54 Vv -70.98 -47.00

- \V/ - -

: PASS

321.43 Horizontal -79.86 -57.00
1201.47 H -67.14 -47.00
5140.78 H -67.71 -47.00

- H - -

5600MHz
S Spurious Emission Limit (dBm) | Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -77.33 -57.00
1201.47 Vv -63.69 -47.00
5140.54 Vv -68.00 -47.00

- \V - -

; PASS

321.43 Horizontal -80.95 -57.00
1201.47 H -65.38 -47.00
5140.78 H -71.52 -47.00

- H - -

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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802.11n (HT40) Modulation

Report No.: TCT250324E043

5230MHz
FIEEEE Spurious Emission Limit (dBm) Test Result

(MHz) polarization Level(dBm)
321.43 Vertical -79.04 -57.00
1201.47 Vv -62.17 -47.00
5140.54 V -67.09 -47.00

- v - - PASS
321.43 Horizontal -77.86 -57.00
1201.47 H -64.43 -47.00
5140.78 H -69.51 -47.00

- H - -

5590MHz
S Spurious Emission Limit (dBm) | Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -80.02 -57.00
1201.47 Vv -65.18 -47.00
5140.54 Vv -67.94 -47.00

- A - - PASS
321.43 Horizontal -79.36 -57.00
1201.47 H -64.41 -47.00
5140.78 H -69.29 -47.00

- H - -

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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802.11ac (VHT40) Modulation

Report No.: TCT250324E043

5230MHz
FrECIEnE) Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -79.03 -57.00
1201.47 V -62.34 -47.00
5140.54 \% -69.61 -47.00

- V - -

: PASS

321.43 Horizontal -77.51 -57.00
1201.47 H -66.92 -47.00
5140.78 H -67.26 -47.00

- H - -

5590MHz
SEGILENE Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -66.43 -57.00
1201.47 \% -68.07 -47.00
5140.54 \% -66.18 -47.00

- V - -

; PASS

321.43 Horizontal -79.36 -57.00
1201.47 H -64.92 -47.00
5140.78 H -70.80 -47.00

- H - -

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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802.11ac (VHT80) Modulation

Report No.: TCT250324E043

5210MHz
FrECIEnE) Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -70.89 -57.00
1201.47 \% -68.04 -47.00
5140.54 \% -68.97 -47.00

- V - -

: PASS

321.43 Horizontal -77.56 -57.00
1201.47 H -68.33 -47.00
5140.78 H -70.91 -47.00

- H - -

5530MHz
SEGILENE Spurious Emission Limit (dBm) Test Result
(MHz) polarization Level(dBm)

321.43 Vertical -80.18 -57.00
1201.47 V -67.52 -47.00
5140.54 \% -65.85 -47.00

- V - -

; PASS

321.43 Horizontal -79.74 -57.00
1201.47 H -67.91 -47.00
5140.78 H -69.05 -47.00

- H - -

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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6.6. Dynamic Frequency Selection (DFS)

6.6.1. Radar Detection Threshold

A radar burst using a test signal defined in table D.4 of EN 301 893 is generated on selected
channel during the Channel Availability Check Time at a level defined in clause 5.3.8.2.1.1.
The test was performed 20 times and each time a unique radar test signal was generated
from options provided in table D.4. When selecting these 20 unique radar test signals, the
radar test signals #1 to #6 from table D.4 were included as well as variations of pulse width,
pulse repetition frequency and number of different PRFs (if applicable) within the ranges
given.

Result: N/A, The UUT is a slave device and maximum transmit power less than 200 mW
e.i.r.p.
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6.6.2. In service Monitoring

6.6.2.1. Test Specification

Test Requirement: |ETSIEN 301 893 clause 4.2.6.2.4

Test Method: ETSI EN 301 893 clause 5.4.8.2.1.5
The In-Service Monitoring shall be used to monitor each Operating
Channel.

The In-Service-Monitoring shall start immediately after the RLAN device
has started transmissions on a channel.

During the In-Service Monitoring, the RLAN device shall be capable of
detecting any of the radar test signals that fall within the ranges given by
table D.4 with a level above the Radar Detection Threshold defined in table

D.2.
Table D.4: Parameters of radar test signals
Radar test Pulse width Pulse repetition frequency Number of Pulses per
( signal #1 W (us) PRF (PPS) different bL:ar;th?;:éa;:h
see note . .
to note 3) Min Max Min Max PRFs (see note 5)
10
1 05 5 200 1000 1 (see note 6)
2 05 15 200 1600 1 15
(see note 6)
3 0.5 15 2300 4000 1 25
4 20 30 2000 4 000 1 20
5 05 2 300 400 213 10
(see note 6)
15
8 05 2 400 1200 213 (see note B)

NOTE 1: Radar test signals #1 to #4 are constant PRF based signals. See figure D.1. These radar test

L| m |t signals are intended to simulate also radars using a packet based Staggered PRF. See figure D.2.
. NOTE 2: Radar test signal #4 is a modulated radar test signal. The modulation to be used is a chirp

modulation with a +2,5 MHz frequency deviation which is described below.

3
025
2
N1
=z
. /
“ / a
B
-2
w’/
0;-25
-3 T T
0 20 40 60 80 100
% of time (of width pulse)

NOTE 3: Radar test signals #5 and #6 are single pulse based Staggered PRF radar test signals using 2 or 3
different PRF values. For radar test signal #5, the difference between the PRF values chosen shall
be between 20 PPS and 50 PPS. For radar test signal #6, the difference between the PRF values
chosen shall be between 80 PPS and 400 PPS. See figure D.3.

NOTE 4: Apart for the Off-Channel CAC testing, the radar test signals above shall only contain a single
burst of pulses. See figure D.1, figure D.3 and figure D.4.

For the Off-Channel CAC testing, repetitive bursts shall be used for the total duration of the test
See figure D.2 and figure D.5. See also clause 4.2.6.2.3, clause 5.4.8.2.1.4.2 and
clause 5.4.8.2.1.4.3.

NOTE 5: The total number of pulses in a burst is equal to the number of pulses for a single PRF multiplied
by the number of different PRFs used.

NOTE 6: For the CAC and Off-Channel CAC requirements, the minimum number of pulses (for each PRF)
for any of the radar test signals to be detected in the band 5 600 MHz to 5 650 MHz shall be 18.
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Table D.2: Radar Detection Threshold Levels

e.i.r.p. Spectral Density Value
(dBm/MHz) (see note 1 and note 2)
10 -62 dBm

NOTE 1: This is the level at the input of the receiver of an RLAN device with a maximum
e.i.r.p. density of 10 dBm/MHz and assuming a 0 dBi receive antenna. For
devices employing different e.i.r.p. spectral density and/or a different receive
antenna gain G (dBi) the Radar Detection Threshold Level at the receiver input
follows the following relationship:

DFS Detection Threshold (dBm) = -62 + 10 - e.i.r.p. Spectral Density (dBm/MHz)
+ G (dBi); however the Radar Detection Threshold Level shall not be less
than -64 dBm assuming a 0 dBi receive antenna gain.

NOTE 2: Slave devices with a maximum e.i.r.p. of less than 23 dBm do not have to
implement radar detection unless these devices are used in fixed outdoor point
to point or fixed outdoor point to multipoint applications (see clause 4.2.6.1.3).

The minimum required detection probability associated with a given radar
test signal is defined in table D.5.

Table D.5: Detection probability

Detection Probability (Py)
Parameter Channels whose nomi_nal_ bandwidth falls
partly or completely within the 5 600 MHz Other channels
to 5 650 MHz band
CAC, Off-Channel CAC 99,99 % 60 %
In-Service Monitoring 60 % 60 %

NOTE: P, gives the probability of detection per simulated radar burst and represents a minimum
level of detection performance under defined conditions. Therefore P does not
represent the overall detection probability for any particular radar under real life conditions.

T

tMlégter] 2-Way 2-Way ATT. Slave

Splitterl }—— Splitter/

Combiner Combiner
Test Setup: Radar
Spectrum Test
Analyzer Signal

(Generator

Figure 4: Set-up A

1.Test performed with tested device in normal conditions. The
UUT was tested as a master device.

2. The test “Set-up A” was used. Radar test signals are
injected into the UUT. This set-up also contained an RLAN
Test Procedure: device operating in slave mode which is associated with the
UUT. When performing DFS testing, a power splitter/combiner
has been used to combine all the receive chains(antenna
iInputs) into a single test point. The insertion loss of the
splitter/combiner has been taken into account.

Test Instrument: Refer to Item 3.3

N/A, The UUT is a slave device and maximum transmit power

st xesul less than 200 mW e.i.r.p.
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6.6.3. Channel Shutdown and Non-Occupancy period

6.6.3.1. Test Specification

Test Requirement: |ETSIEN 301 893 clause 4.2.6

Test Method: ETSI EN 301 893 clause 5.4.8.2

The Channel Move Time shall not exceed the limit defined in table D.1.

The Channel Closing Transmission Time shall not exceed the limit defined in table
D.1.

The Non-Occupancy Period shall not be less than the value defined in table D.1.

Table D.1: DFS requirement values

Parameter Value
Channel Availability Check Time 60 s (see note 1)
Limit: Minimum Off-Channel CAC Time 6 minutes (see note 2)
Maximum Off-Channel CAC Time 4 hours (see note 2)
Channel Move Time 10s
Channel Closing Transmission Time 1s
Non-Occupancy Period 30 minutes

NOTE 1: For channels whose nominal bandwidth falls completely or partly within the
band 5 600 MHz to 5 650 MHz, the Channel Availability Check Time shall be
10 minutes.

NOTE 2: For channels whose nominal bandwidth falls completely or partly within the
band 5 600 MHz to 5 650 MHz, the Off-Channel CAC Time shall be within the
range 1 hour to 24 hours.

UuT
2-Wa 2-Wa ATT. Slave
(Master) Splitteyr/ Splitte):l
Combiner Combiner
Test Setup:
Radar
Spectrum Test
Analyzer Signal
Generator

1.Test performed with tested device in normal conditions. The
UUT was tested as a master device.

2. The test “Set-up A” was used. Radar test signals are
injected into the UUT. This set-up also contained an RLAN
Test Procedure: device operating in slave mode which is associated with the
UUT. When performing DFS testing, a power splitter/combiner
has been used to combine all the receive chains(antenna
inputs) into a single test point. The insertion loss of the
splitter/combiner has been taken into account.

Test Instrument: Refer to Item 3.3

Test Result: PASS
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6.6.3.2. Test Data

Note: While the UUT was transmitting a test transmission sequence in accordance with
clause 5.3.1.2 on the selected channel at a certain time TO, a single burst test signal was
generated on selected channel using the reference DFS test signal defined in table D.3 and
at a level of up to 10 dB above the level defined in clause 5.4.8.2.1.1. T1 denotes the end of
the radar burst. The transmissions of the UUT following the end of the burst (T1) on the
selected channel were observed for a period greater than to the Channel Move Time
defined in table D.1. The aggregate duration (Channel Closing Transmission Time) of all
transmissions from the UUT on selected channel during the Channel Move Time was
compared to the limit defined in table D.1. T2 denotes the instant when the UUT has ceased
all transmissions on the selected channel. Following instant T2, the selected channel was
observed for a period equal to the Non-Occupancy Period (T3-T2) to verify that the UUT
does not resume any transmissions on this channel.

Channel Closing Transmission Time and Channel Move Time Result

) Channel Closing Transmission .
Modulation| Freq. Radar Time Channel Move Time

Mode (MHz) Type Value Limit Move Time | Limit 10s
802.11ac 5570 1 0.039ms 1000ms 0.627s 10s
Total 10001 sample bin in 0-12s transmission time bins: 2 [200ms~10s]

12 sec Timing Plot

Channel Shutdown

— Trace
— Radar End

Rada end 200 ms
— Transmission End

Amplitude [dBm|

Time (s)
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Non-Occupancy Period Result

Modulation Non-Occupancy Period
Freq. (MHz) .
Mode Measured Limit Result
802.11ac 5570 >30min 30min N/A

Amplitude (dBEm]|

Non-Occupancy period

Time (5)

— Trace

Note: All of the modulation is tested, the report shows the worst.

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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6.6.4. Uniform Spreading

6.6.4.1. Test Specification

Test Requirement:

ETSI EN 301 893 clause 4.2.6.2.7

Test Method:

N/A

Limit:

Each of the declared Channel Plans (refer to EN301893 clause
3.1) shall make use of at least 60 % of the spectrum available
in the applicable sub-band(s).

The Uniform Spreading is limited to the usable channels being
declared as part of the channel plan.

Usable channels do not include channels which are precluded
by either:

1) the intended outdoor usage of the RLAN; or

2) previous detection of a radar on the channel (Unavailable
Channel or Unusable Channel); or

3) national regulations; or

4) the restriction to only operate in the band 5 150 MHz to
5250 MHz for RLAN devices without a radar detection
capability. Each of the Usable Channels shall be used with
approximately equal probability. RLAN equipment for which
the declared channel plan includes channels whose nominal
bandwidth falls completely or partly within the band

5600 MHz to 5650 MHz may omit these channels from the list
of Usable Channels at initial power up or at initial installation.
Channels being used by other RLAN equipment may be
omitted from the list of Usable Channels.

Remark:

N/A, The UUT is a slave device.

Hotline: 400-6611-140
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6.7. Adaptivity (Channel Access Mechanism)

6.7.1. Test Specification

Test Requirement:

ETSI EN 301 893 clause 4.2.7

Test Method:

ETSI EN 301 893 clause 5.4.9.3

The use of Short Control Signalling Transmissions is
constrained as follows:

* within an observation period of 50 ms, the number of Short
Control Signalling Transmissions by the equipment shall be

SUlLILE equal to or less than 50; and
« the total duration of the equipment's Short Control Signalling
Transmissions shall be less than 2 500 ps within said
observation period.
Specirum
4|—> Analyzer
uut > C?)lmni?l% B o | Splitter/ W CO[r)neQ?CrgOn
" Combiner
Test Setup: A

Signal
Generator
(Interferer)

Traffic
Source

Figure 16: Example Test Set-up for verifying the adaptivity of an equipment

Test Procedure:

Refer to ETSI EN 301 893 clause 5.4.9.3

Test Instrument:

Refer to Item 3.3

Test Result:

PASS

Remark:

All modulations have been tested, The worst modulation
reported only.

Hotline: 400-6611-140

Page 87 of 127

Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT250324E043

6.7.2. Test Data

Test Mode 802.11a
Channel Frequency|interference| Max COT | Min Idle Time tranggci);tsion Result
(MHz) |Level (dBm)| (ms) (ms)
(ms)
40 5200 -75 0.03 1.18 1.40 PASS
Test Graphs
Payload NVNT a 5200MHz
Payload Payload: 2.87 %
— Trace Data
: Time Do?'riain (ms) o
COT NVNT a 5200MHz

— COT Start
— COT Stop

Amplitude (dBm|

Time Domain (ms)
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Idle NVNT a 5200MHz

Channel Occupation Time Minldle Time: 0.18 ms
20—
ldle ﬁa_rt“dle Stop —— Trace Data
— ldle Start
— ldle Stop

Amplitude [dBm|

—ol T T
25 )

Time Domain (ms)
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Adaptivity NVNT a 5200MHz AWGN

Adaptivity

10 AAGN ON
50ms Start — Trace
sond S e

Amplitude (dBm|

Time Domain (ms)

Control Signal NVNT a 5200MHz AWGN

Short Control Signal Short Signal: 0.93ms
Short Signal: 0.3 %

= Trace Data

Amplitude [dBm|

Time Domain (ms)
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Adaptivity NVNT a 5200MHz LTE

Adaptivity

10— B0ms Sto
LTEQI\J
: EOm| Start

— Trace

— LTECN
e

-100 T T T T

E
E
< -5
] L }
Time Domain (ms)
Control Signal NVNT a 5200MHz LTE
Short Control Signal Short Signal: 1.40ms
Short Signal: 1.40°%
] = Trace Data

= 40—
LEL
< —

20 30 40

Time Domain (ms)

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332
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Adaptivity NVNT a 5200MHz OFDM

Adaptivity

50ms Start

— Trace

— OFDM CN
e

3
B
<= Al
! L
Time Domain (ms)
Control Signal NVNT a 5200MHz OFDM
Short Control Signal Short Signal: 0.33ms
Short Signal: 0.93 %
] = Trace Data
E 40—
H
z i
-10(

T T T T
0 20 30 40

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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Test Mode 802.11n(HT20)
Channel Frequency|interference| Max COT | Min Idle Time tranimgsion e
(MHz) |Level (dBm) (ms) (ms)
(ms)
40 5200 -75 0.07 0.18 0 PASS
Test Graphs
Payload NVNT n20 5200MHz
Payload Payload: 2.67 %
—— Trace Data

Amplitude [dBm|

Time Domain (ms)

COT NVNT n20 5200MHz

Channel Occupation Time Max COT:0.07 ms

COT Start

COT|Stop — Trace Data
— COT Stert

— COT Stop

Amplitude [dBm|

Time Domain (ms)
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Idle NVNT n20 5200MHz

Channel Occupation Time Minldle Time: 0.18 ms
20—
Idle Etart Idle Step —— Trace Data
— ldle Start
— ldle Stop

Amplitude [dBm|

—old T T
25 )

Time Domain (ms)
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Adaptivity NVNT n20 5200MHz AWGN

Amplitude (dBm|

Adaptivity
AriGN ON
50ms Start e
— AWGN ON
50ms Starnt
E
s
z
LE‘
<
i
[
Time Domain (ms)
Control Signal NVNT n20 5200MHz AWGN
Short Control Signal Short Signal: 0.00 ms
Short Signal: 0.00 %
— Trace Data

Time Domazin (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Adaptivity NVNT n20 5200MHz LTE

10— LTEON
: 50ms Start

Adaptivity

— Trace
o0y See -
E
2
g
:;‘:
e
Time Domain (ms)
Control Signal NVNT n20 5200MHz LTE
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
_ _
2
g
%
=

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Adaptivity NVNT n20 5200MHz OFDM

10— OFDM ON
H 50mg Start

Adaptivity

— Trace
o0y See =
E
:E.:
e
Time Domain (ms)
Control Signal NVNT n20 5200MHz OFDM
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
E
%
=

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Test Mode 802.11ac(HT20)
Channel Frequency|interference| Max COT | Min Idle Time tranimgsion e
(MHz) |Level (dBm) (ms) (ms)
(ms)
40 5200 -75 0.06 0.18 0 PASS
Test Graphs
Payload NVNT ac20 5200MHz
Payload Payload: 2.82 %
—— Trace Data

Amplitude [dBm|

Time Domain (ms)

COT NVNT ac20 5200MHz

Channel Occupation Time Max COT:0.06 ms

204 COT Start

COT)Stop — Trace Data
— COT Start

— COT Stop

Amplitude [dBm|

Time Domain (ms)
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Idle NVNT ac20 5200MHz

Channel Occupation Time Min ldle Time: 0.18 ms
ldle 'ﬁt‘a_rt“dle Stop — Trace Data
— ldle Start
— |dle Stop

Amplitude (dBm|

£ 24U

Time Demain (ms)
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Adaptivity NVNT ac20 5200MHz AWGN

104 AWGN ON
50mg Start

Amplitude (dBm|

Adaptivity

— Trace
— AWGN ON
50ms Stant

Time Domain (ms)

Control Signal NVNT ac20 5200MHz AWGN

Short Control Signal

Short Signal: 0.00ms
Short Signal: 0.00 %

= Trace Data

Amplitude [dBm|

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Adaptivity NVNT ac20 5200MHz LTE

10— LTEON
: 50ms Start

Adaptivity

— Trace
o0y See -
E
:E.:
e
Time Domain (ms)
Control Signal NVNT ac20 5200MHz LTE
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
E
%
=

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Adaptivity NVNT ac20 5200MHz OFDM

10— OFDM ON
H 50mg Start

Adaptivity

i =
Time I;or-n-al-n .
Control Signal NVNT ac20 5200MHz OFDM
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
| — Trace Data

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Test Mode 802.11n(HT40)
Channel Frequency|interference] Max COT | Min Idle Time tranimgsion Result
(MHz) |Level (dBm) (ms) (ms)
(ms)
38 5190 -75 0.11 0.04 0 PASS
Test Graphs
Payload NVNT n40 5190MHz

— Trace Data

Amplitude (dBm|

Time Domain (ms)

COT NVNT n40 5190MHz

Channel Occupation Time Max COT:0.11 ms

207 COT Start

COT| Step —— Trace Data
— COT Start

— COT Stop

(dBm|

Amplitude

Time Domain (ms)
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Idle NVNT n40 5190MHz

Channel Occupation Time Min ldle Time: 0.04 ms
I Idle Start
Idle Btop —— Trace Data
— ldle Start
— Idle Stop

Amplitude (dB m|

Time Domain (ms)
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Adaptivity NVNT n40 5190MHz AWGN

10— AWGN ON
50mg Start

50mg Stop

Amplitude (dBm|

Adaptivity

— Trace
— AWGN ON
50ms Stant

Time Domain (ms)

Control Signal NVNT n40 5190MHz AWGN

Short Control Signal

Short Signal: 0.00ms
Short Signal: 0.00 %

= Trace Data

Amplitude [dBm|

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Adaptivity NVNT n40 5190MHz LTE

10— LTE

ON

Adaptivity

50mg Start — Trace
o0y See -
0=
E
=
]
E‘
JL
Time Domain (ms)
Control Signal NVNT n40 5190MHz LTE
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
- -
2
g
%
<

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Page 106 of 127

http://www.tct-lab.com




Report No.: TCT250324E043

Adaptivity NVNT n40 5190MHz OFDM

10— OFDM ON

Adaptivity

50mg Start — Trace
50mg Stop — 2:',:,::‘52:‘
0=
E
=
]
E‘
Time Domain (ms)
Control Signal NVNT n40 5190MHz OFDM
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
- -
2
2
%
<

Time Domain (ms)
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Test Mode 802.11ac(HT40)
Channel Frequency|interference] Max COT | Min Idle Time tranimgsion Result
(MHz) |Level (dBm) (ms) (ms)
(ms)
38 5190 -75 0.06 0.13 0 PASS
Test Graphs
Payload NVNT ac40 5190MHz

— Trace Data

Amplitude (dBm|

Time Domain (ms)

COT NVNT ac40 5190MHz

Channel Occupation Time Max COT:0.06 ms

COT Start

COT|Stop —— Trace Data
— COT Start

— COT Stop

(dBm|

Amplitude

Time Domain (ms)
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Idle NVNT ac40 5190MHz

Channel Occupation Time Min ldle Time: 0.13ms
207 Idle Start
Idle{Stop —— Trace Data
— ldle Start
— Idle Stop

Amplitude (dB m|

Time Domain (ms)
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Adaptivity NVNT ac40 5190MHz AWGN

10— AWGN ON
50mg Start

50mg Stop

Amplitude (dBm|

Adaptivity

— Trace
— AWGN ON
50ms Stant

Time Domain (ms)

Control Signal NVNT ac40 5190MHz AWGN

Short Control Signal

Short Signal: 0.00ms
Short Signal: 0.00 %

= Trace Data

Amplitude [dBm|

Time Domain (ms)

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Adaptivity NVNT ac40 5190MHz LTE

10— LTE

ON

Adaptivity

50mg Start — Trace
o0y See -
0=
E
=
]
E‘
JL
Time Domain (ms)
Control Signal NVNT ac40 5190MHz LTE
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
- -
2
g
%
<

Time Domain (ms)
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Adaptivity NVNT ac40 5190MHz OFDM

Adaptivity

10— E0ms Stoy .
: OFDM ON e
| e i — oromon

E
B
= -5
Time Domain (ms)
Control Signal NVNT ac40 5190MHz OFDM
Short Control Signal Short Signal: 0.00ms
Shaort Signal: 0.00°%
] = Trace Data
E 40—
£
E i

-100 T T T T 1
0 10 20 30 40 50

Time Domain (ms)
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Test Mode 802.11ac(HT80)
. . R I
Channel Frequency|interference| Max COT | Min Idle Time trani?rﬁ;tsion e
(MHz) |Level (dBm) (ms) (ms)
(ms)
42 5210 -75 0.18 0.10 0 PASS
Test Graphs
Payload NVNT ac80 5210MHz
Payload Payload: 217 %
—— Trace Data
: Time Do?'riain (ms) "
COT NVNT ac80 5210MHz
i Time Domain (ms)
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Idle NVNT ac80 5210MHz

Amplitude (dBm|

dle Eta—l_!ldle Stop

Channel Occupation Time

Minldle Time: 0.10ms

— Trace Data
— ldle Start
— |dle Stop

&2

Time Demain (ms)
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Adaptivity NVNT ac80 5210MHz AWGN

10— AWGN ON
50mg Start

50mg Stop

Amplitude (dBm|

Adaptivity

— Trace
— AWGN ON
50ms Stant

Time Domain (ms)

Control Signal NVNT ac80 5210MHz AWGN

Amplitude [dBm|

Short Control Signal

Short Signal: 0.00ms
Short Signal: 0.00 %

= Trace Data

Time Domain (ms)
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Adaptivity NVNT ac80 5210MHz LTE

10— LTE

ON

Adaptivity

50mg Start — Trace
o0y See -
0=
E
=
]
E‘
JL
Time Domain (ms)
Control Signal NVNT ac80 5210MHz LTE
Short Control Signal Shert Signal: 0.00 ms
Shert Signal: 0.00 %
— Trace Data
- -
2
g
%
<

Time Domain (ms)
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Adaptivity NVNT ac80 5210MHz OFDM

Amplitude (dBm|

Adaptivity
10— OFDMON
: B0ms Start — Trace
50md Stop s
0=
E
=
]
:;.:
Time Domain (ms)
Control Signal NVNT ac80 5210MHz OFDM
Short Control Signal Shert Signal: 0.00ms
Shert Signal: 0.00 %
— Trace Data

Time Domain (ms)
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6.8. Receiver Blocking

6.8.1. Test Specification

Test Requirement: |ETSIEN 301 893 clause 4.2.8
Test Method: ETSI EN 301 893 clause 5.4.10.2

Table 9: Receiver Blocking parameters

Wanted signal Blocking signal Blocking signal power (dBm) Type of
mean power frequency (see note 2) blocking
from companion (MHz) Master or Slave Slave without signal
device with radar radar detection
(dBm) detection (see table D.2,
(see table D.2, note 2)
|_ . t note 2)
IMiIt: . Continuous
Pmin + 6 dB 5100 -53 -58 Wave
4900 .
Prin + 6 dB 5000 -47 53 Continuous
5975 Wave
NOTE 1: P, is the minimum level of the wanted signal (in dBm) required to meet the minimum
performance criteria as defined clause 4.2.8.3 in the absence of any blocking signal.
NOTE 2: The levels specified are levels in front of the UUT antenna. In case of conducted
measurements, the same levels should be used at the antenna connector irrespective
of antenna gain.

Variable attenuator Performance
step size < 1dB Monitoring
| Device
Signalling Unit |
i I | T
A Companion ! v
// Device -—»I AT I‘_’Csnim . Dicct. Couler, | o
Test Setup: o ekdng or
Y
Blocking
i | Spenn
V ) Optional
Figure 18: Test Set-up for receiver blocking
Test Mode: Normal operation Mode
Test Procedure: Refer to ETSI EN 301 893 clause 5.4.10.2
Test Instrument: Refer to Item 3.3
Test Result: PASS
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6.8.2. Testdata
802.11a 5240MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 Cw
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-74.9dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.6%.

802.11a 5600MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CwW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-75.6dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.9%.

Hotline: 400-6611-140
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802.11n (HT20) 5240MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 Cw

Note: 1. Pm=-76.8dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.6%.

802.11n (HT20) 5600MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CwW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-73.1dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the

minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.6%.
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802.11ac (VHT20) 5240MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-76.7dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 1.0%.

802.11ac (VHT20) 5600MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CwW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-72.5dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.6%.

Hotline: 400-6611-140

Tel: 86-755-27673339
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802.11n (HT40) 5230MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CcwW

Note: 1. Pm=-75.9dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.9%.

802.11n (HT40) 5590MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 Ccw
Pm+6dB 4900 -51.5 CwW
Pm+6dB 5000 -51.5 Cw
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-75.6dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the

minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 1.0%.
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802.11ac (VHT40) 5230MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-78.4dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 1.0%.

802.11ac (VHT40) 5590MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CwW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-75.1dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 1.0%.

Hotline: 400-6611-140

Tel: 86-755-27673339
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802.11ac (VHT80) 5210MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-74.6dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.6%.

802.11ac (VHT80) 5530MHz
Wanted signal
mean Blocking signal Blocking Type of
power from frequency signal power blocking
companion (MHz) (dBm) signal
device (dBm) PASS
Pm+6dB 5100 -57.5 CwW
Pm+6dB 4900 -51.5 CW
Pm+6dB 5000 -51.5 CW
Pm+6dB 5975 -51.5 CW

Note: 1. Pm=-72.9dBm, Pminis the minimum level of wanted signal (in dBm) required to meet the
minimum performance criteria, which the minimum performance criterion shall be a PER less than or
equal to 10 %.

2. Blocking signal power should be equal or greater than -59dBm
/-53dBm+Antenna gain, Antenna gain is 1.5dBi.

3. PER has been monitored is 0.7%.

Hotline: 400-6611-140

Tel: 86-755-27673339
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6.9. User Access Restrictions

6.9.1. Test Specification

Test Requirement: |ETSI EN 301 893 clause 4.2.9

Test Method: ETSI EN 301 893 clause 4.2.6.2

DFS Controls (hardware or software) related to radar detection
shall not be accessible to the user so that the DFS
requirements described in clauses 4.2.6.2.1 to 4.2.6.2.6 can
neither be disabled nor altered.

Test Requirement:

The EUT has no radar detection function and the manufacturer
Test Result: will restrict access for the user to change certain hardware and
/or software settings of the equipment.
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7. Photographs of Test Configuration

Radiated Emission
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Photographs of EUT

Please refer to document Appendix No.: TCT250324E012-B & TCT250324E012-C

s END OF REPORT e
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