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I C I Report No.: TCT250324E048

1.General Product Information
1.1.EUT description

Product Name........................ | Smartphone
Model/Type reference...........:| X100
Hardware Version.................: [3370V-MQ V1
Software Version..................:.|CUBOT_X100_F031C V01
UTRA Band I:
: .| TX:1920MHz~1980MHz; RX: 2110MHz~2170MHz
Operation Frequency...........: UTRA Band VIII:
TX: 880MHz~915MHz; RX: 925MHz~960MHz
Modulation Technology .......:| 16QAM for HSDPA and HSUPA
Antenna Type......................... | FPC Antenna

WCDMA Band I: -0.1dBi

Antenna Gain......c.cocvevevenennn’ WCDMA Band VIII: -2 4dBi

Adapter Information 1:

Model: TD-203G200170VFO01

Input: AC 100-240V, 50/60Hz, 0.6A

Output: DC 5V, 3A/ DC 9V, 3A/ DC 12V, 2.5A/ DC 15V, 2A/
DC 20V, 1.5A

PPS: DC 3.3-16V, 2A/ DC 3.3-11V, 3A

Rating(s)................................: | Total Output Power: 33W Max

Adapter Information 2:

Model: HJ-PD33W-EU

Input: AC 100-240V, 50/60Hz, 0.8A

Output: DC 5.0V, 3.0A, 15.0W or DC 9.0V, 3.0A, 27.0W
or DC 12.0V, 2.75A, 33.0W MAX

Rechargeable Li-polymer Battery DC 3.87V

Note: The antenna gain listed in this report is provided by applicant, and the test laboratory is not responsible for
this parameter.

1.2.Model(s) list
None.
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TCT

1.3. EUT Test Channels

Report No.: TCT250324E048

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

WCDMA Band |
Test Frequency UARECN Freque.ncy of UARECN Frequen_cy of
ID Uplink Downlink
Low range 9612 1922.4MHz 10562 2112.4MHz
Mid range 9750 1950.0MHz 10700 2140.0MHz
High range 0888 1977.4MHz 10838 2167.6MHz
WCDMA Band VIl
Test Frequency UARECN Freque.ncy of UARECN Frequen_cy of
ID Uplink Downlink
Low range 2712 882.4MHz 2937 927.4MHz
Mid range 2788 897.6MHz 3013 924.6MHz
High range 2863 912.6MHz 3088 957.6MHz
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2.Test Result Summary

Report No.: TCT250324E048

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332

No. Description of Test Result
1 Transmitter maximum output power PASS
2 Transmitter spectrum emission mask PASS
3 Transmitter spurious emissions PASS
4 Transmitter minimum output power PASS
5 Transmitter adjacent channel leakage power ratio PASS
6 Out-of-synchronization handling of output power PASS
7 Receiver adjacent channel selectivity (ACS) PASS
8 Receiver blocking characteristics PASS
9 Receiver spurious response PASS
10 Receiver intermodulation characteristics PASS
11 Receiver spurious emissions PASS
12 Radiated emissions PASS
13 Control and monitoring functions PASS
14 Receiver Reference Sensitivity Level PASS
15* Receiver Total Radiated Sensitivity (TRS) N/A
16* Total Radiated Power (TRP) N/A
Note:
1 Pass: Test item meets the requirement.
2. N/A: Test case does not apply to the test object.
3. The test result judgment is decided by the limit of test standard.
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3.General Information
3.1. Test environment and mode

Report No.: TCT250324E048

Normal Extreme condition
ftem condition HVHT LVHT HVLT LVLT

Temperature +25°C +35°C +35°C -20°C -20°C

Voltage DC 3.87V DC 4.35V DC 3.5V DC 4.35V DC 3.5V

Humidity 20%-75%
ALmospher.ic 1008 mbar

ressure:
Test Mode: | Keep the EUT in communication with CMW500.

3.2. Description of Support Units

The EUT has been tested as an independent unit together with other necessary
accessories or support units. The following support units or accessories were used to
form a representative test configuration during the tests.

Equipment

Model No.

Serial No. FCCID

Trade Name

/

/

/ /

/

Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended use.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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3.3. Test Instruments List

Report No.: TCT250324E048

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Name Model No. Manufacturer| Date of Cal. Due Date
EMI Test Receiver ESCI7 R&S Jan. 21, 2025 | Jan. 20, 2026
Spectrum Analyzer FSQ40 R&S Jun. 27, 2024 | Jun. 26, 2025
Pre-amplifier 8447D HP Jun. 27, 2024 | Jun. 26, 2025
Pre-amplifier LNPA_0118G-45 SKET Jan. 21, 2025 | Jan. 20, 2026
Pre-amplifier LNPA_1840G-50 SKET Jan. 21, 2025 | Jan. 20, 2026
Broadband Antenna VULB9163 Schwarzbeck | Jun. 29, 2024 | Jun. 28, 2025
Horn Antenna BBHA 9120D |Schwarzbeck | Jun. 29, 2024 | Jun. 28, 2025
Horn Antenna BBHA 9170 Schwarzbeck | Jan. 23, 2025 | Jan. 22, 2026
Coaxial cable RE-03-D SKET Jun. 27, 2024 | Jun. 26, 2025
Coaxial cable RE-03-M SKET Jun. 27, 2024 | Jun. 26, 2025
Coaxial cable RE-03-L SKET Jun. 27, 2024 | Jun. 26, 2025
Coaxial cable RE-04-D SKET Jun. 27, 2024 | Jun. 26, 2025
Coaxial cable RE-04-M SKET Jun. 27, 2024 | Jun. 26, 2025
Coaxial cable RE-04-L SKET Jun. 27, 2024 | Jun. 26, 2025
EMI Test Software FA-03A2 RE+ EZ EMC / /
Spectrum Analyzer N9020A KEYSIGHT | Jan. 21, 2025 | Jan. 20, 2026
Universal Radio
Communication CMU200 R&S Jun. 27, 2024 | Jun. 26, 2025
Tester
DC Power Supply KR3005K Kingrang | Jun. 27, 2024 | Jun. 26, 2025
Programable
tempratuce and JQ-2000 JQ Jun. 27, 2024 | Jun. 26, 2025
humidity chamber
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I C I Report No.: TCT250324E048

Test Facilities

Shenzhen TCT Testing Technology Co., Ltd.

Address: 2101 & 2201, Zhenchang Factory, Renshan Industrial Zone, Fuhai Subdistrict,
Bao'an District, Shenzhen, Guangdong, China

TEL: +86-755-27673339

5. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU

1 RF power, conducted +0.12dB
2 Spurious emissions, conducted +0.11 dB
3 All emissions, radiated(<1 GHz) +4.56 dB
4 All emissions, radiated(1 GHz - 18 GHz) +4.22 dB
5 All emissions, radiated(18 GHz- 40 GHz) +4.36 dB
6 Temperature +0.1°C
7 Humidity +1.0%
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I C I Report No.: TCT250324E048

6.Test Results and Measurement Data
6.1. Transmitter Maximum Output Power

6.1.1. Test Specification

Test Requirement: |ETSI EN 301 908-2 clause 5.3.1.2

Test Method: ETSI EN 301 908-2 clause 5.3.1.1
.......... E UT __%
Test Setup:
CMU200
Limit: 24.0+1,7/-3,7dBm

1. Connect the SS to the UE antenna connector.

2. Acallis set up according to the Generic call setup
procedure.

3. Enter the UE into loopback test mode and start the
loopback test.

4. Set and send continuously Up power control commands to
the UE.

5. Measure the mean power of the UE in a bandwidth of at
least (1 + a) times the chip rate of the radio access mode.

Test Procedure: The mean power shall be averaged over at least one
timeslot.

6. Transmitting or receiving bit/symbol rate for test channel is
shown in table below.
Type ofJuser DL DPCH UL DPCH

information User bil-ratg symbol rate Bit rate

12.2kbps reference

Omeasurement 12.2kbps 30kbps 60kbps
channel
Test Instrument: Refer to Item 3.3
Test Result: PASS
Normal and extreme test conditions have been tested, And we
Remark: found out that normal condition is worst case, so only the

measurement data of normal condition in this report.
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Report No.: TCT250324E048

6.2. Transmitter Spectrum Emission Mask

6.2.1. Test Specification

Test Requirement:

ETSI EN 301 908-2 clause 5.3.2.2

Test Method:

ETSI EN 301 908-2 clause 5.3.2.1

Test Setup:

EUT DC Power

i Thermal Chambe?

Limit:

CMU200
Afin MHz Minimum requirement (note 2) Measurement
(note 1) Absolute requirement | bandwidth (note 5)
Relative requirement (in measurement
bandwidth)
J—T&\—h-( / —2'?\1({3
2.5 MHz to 3,5 MHz 1 L -~ (e JJ & -69,6 dBm 30 kHz (see note 3)
—-335-1 & —-3,5 |ydBe
3,5 MHz to 7,5 MHz -54,3 dBm 1 MHz (see note 4)
/ Y
—-375-10-| —— =75
75MHzto85MHz | | (MH: dBe -54,3 dBm 1 MHz (see note 4)
8,5 MHz to 12,5 MHz -47.5 dBc -54,3 dBm 1 MHz (see note 4)

NOTE 1:

whichever is the higher power.

Af is the separation between the carrier frequency and the centre of the measurement bandwidth.
NOTE 2: The minimum requirement is calculated from the relative requirement or the absolute requirement,

NOTE 3: The first and last measurement position with a 30 kHz filter is at Af equals to 2,515 MHz and 3,485 MHz.

NOTE 4: The first and last measurement position with a 1 MHz filter is at Af equals to 4 MHz and 12 MHz.

NOTE 5: As a general rule, the resolution bandwidth of the measuring equipment should be equal to the
measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the
resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth
is smaller than the measurement bandwidth, the result should be integrated over the measurement
bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

Test procedure:

N =

procedure.

Connect the SS to the UE antenna connector.
A call is set up according to the Generic call setup

3. Enter the UE into loopback test mode and start the

loopback test.

4. Set and send continuously Up power control commands to

the UE.

5. Transmitting or receiving bit/symbol rate for test channel is

shown in table below.

Type of user . DL DPCH UL DPCH
. . User bit rate .
information symbol rate Bit rate
12.2kbps reference
measurement 12.2kbps 30kbps 60kbps
channel

Test Instruments:

Refer to Item 3.3

Test Result

PASS

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Page 10 of 46

http://www.tct-lab.com




TCT

6.3. Transmitter Spurious Emissions

6.3.1. Test Specification

Report No.: TCT250324E048

Test Requirement:

ETSI EN 301 908-2 clause 5.3.2.2

Test Method:

ETSI EN 301 908-2 clause 5.3.2.1

Test Procedure:

procedure.
3. Enter the UE into loopback test mode and start the
loopback test.
4. Set and send continuously up power control commands to
the UE, until the UE output power shall be maximum level.
5. Sweep the spectrum analyser (or equivalent equipment)
over a frequency range and measure the average power of
spurious emission.
6. Transmitting or receiving bit/symbol rate for test channel is
shown in table below.

EUT DC Power CMU200
Test Setup: i Thermal Chambet
Combiner
SA
Freguency bandwidth Measurement bandwidth Minimum requirement
9kHz =< 150 kHz 1kHz -36 dBm
150 kHz = f < 30 MHzZ 10 kHz -36 dBm
30 MHz = f < 1 000 MHZ 100 kHz -36 dBm
1GHz=f< 12,75 GHz 1 MHz -30 dBm
12,75 GHz < f < 51 harmonic of the 1 MHz ~30 dBm
upper frequency edge of the UL (note)
operating band in GHz
NOTE: _ Applies only for Band XXII.
Operating . Measurement - .
band Frequency bandwidth bandwidth Minimum requirement
1 791 MHz <f< 821 MHz 3,84 MHz -60 dBm
921 MHz < < 925 MHz 100 kHz -60 dBm (nofe 1)
925 MHz < f < 935 MHz 100 kHz -67 dBm (noie 1)
Limit: 935 MHz < f < 960 MHz 100 kHz -79 dBm (note 1)
: 1805 MHz < f< 1 880 MHz 100 kHz -71 dBm (nofe 1)
2110 MHz <7< 2 170 MHz 3,84 MHz -60 dBm
2 585 MHz < f < 2 690 MHz 3,84 MHz -60 dBm
Vil 791 MHz < <821 MHz 3,84 MHz -60 dBm
j 100 kHz -67 dBm (note 1)
925 MHz < f< 935 MHz 3,84 MHz 50 dBm
100 kHz -79 dBm (note 1)
935 MHz < f < 960 MHz 3,84 MHz -50 dBm
100 kHz -71 dBm (notes 1 and 2)
1805 MHz <f< 1830 MHz 3,84 MHz 60 dBm (note 2)
100 kHz -71 dBm (note 1)
1830 MHz <f< 1 880 MHz 3.84 MHz _50 dBm
2110 MHz <2 170 MHz 3,84 MHz -60 dBm
2 585 MHz < f < 2 640 MHz 3,84 MHz -60 dBm
2 640 MHz < f < 2 690 MHz 3,84 MHz -60 dBm (note 2)
1. Connect the SS to the UE antenna connector.
2. Acallis set up according to the Generic call setup

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT250324E048

Type of user . DL DPCH UL DPCH
X . User bit rate .
information symbol rate Bit rate
12.2kbps reference
measurement 12.2kbps 30kbps 60kbps
channel
Test Instrument: Refer to Item 3.3
Test Result: PASS
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6.4. Transmitter Minimum Output Power

6.4.1. Test Specification

Report No.: TCT250324E048

Test Requirement:

ETSI EN 301 908-2 clause 5.3.4.2

Test Method:

ETSI EN 301 908-2 clause 5.3.4.1

EUT DC Power
Test Setup: Thermal Chambe§r
CMU200
Limit: Less than -49dBm

Test Procedure:

procedure.

loopback test.

1. Connect the SS to the UE antenna connector.
2. Acallis set up according to the Generic call setup

3. Enter the UE into loopback test mode and start the

4. Transmitting or receiving bit/symbol rate for test channel is
shown in table below.

Type of user User bit rate DL DPCH UL DPCH
information symbol rate Bit rate
12.2kbps reference
measurement 12.2kbps 30kbps 60kbps
channel

to the UE

5. Set and send continuously Down power control commands

6. Measure the mean power of the UE.

Test Instrument:

Refer to Item 3.3

Test Result: PASS
Normal and extreme test conditions have been tested, And we
Remark: found out that normal condition is worst case, so only the

measurement dada of normal condition in this report.

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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I C I Report No.: TCT250324E048

6.5. Transmitter Adjacent Channel Leakage Power Ratio

6.5.1. Test Specification

Test Requirement: |ETSIEN 301 908-2 clause 5.3.11.2

Test Method: ETSI EN 301 908-2 clause 5.3.11.1
[ .
EUT DC Power
Test Setup: : Thermal Chambet
EasssssssssssnsnsasnEnnnnn )
CMU200
Power Class Adjacent channel frequency relative to ACLR limit
assigned channel frequency
3 +5 MHz or -5 MHz 32,2dB
. 3 +10 MHz or -10 MHz 42,2dB
Limit: 4 +5 MHz or -5 MHz 32,2dB
4 +10 MHz or -10 MHz 42,2dB
NOTE 1: The requirement shall still be met in the presence of switching transients.
NOTE 2: The ACLR requirements reflect what can be achieved with present state of the art technology.
NOTE 3. Requirement on the UE shall be reconsidered when the state of the art technology progresses.

=

Connect the SS to the UE antenna connector.

2. Acallis set up according to the Generic call setup
Test Procedure: procedure.

3. Enter the UE into loopback test mode and start the
loopback test.

Test Instrument: Refer to Item 3.3
Test Result: PASS

Normal and extreme test conditions have been tested, And we
Remark: found out that normal condition is worst case, so only the

measurement dada of normal condition in this report.
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I C I Report No.: TCT250324E048

6.6. Out-of-synchronization Handling of Output Power

6.6.1. Test Specification

Test Requirement: |ETSIEN 301 908-2 clause 5.3.10.2

Test Method: ETSI EN 301 908-2 clause 5.3.10.1
EUT DC Power CMU200
Test Setup:
Combiner
SA

When the UE estimates the DPCCH quality over the last 160
Limit: ms period to be worse than a threshold Qout, the UE shall shut
its transmitter off within 40 ms.

1. Connect the SS to the UE antenna connector.

2. Acallis set up according to the Generic call setup
procedure, with the following exception according to table
5.3.10.1.1-1 for information elements in System
Information Block type 1 found in TS 134 108 [3].

3. RF parameters are set up according to table 4.2.11.2-1
with DPCCH_Ec/lor ratio level according to table
4.2.11.2-2, 'before A'.

4. Enter the UE into loopback test mode and start the
loopback test.

5. The SS sends continuously up power control commands to
the UE until the UE transmitter power reach maximum
level.

Test Procedure: 6. The SS controls the DPCCH_Ec/Ior ratio level according to
table 4.2.11.2-2, 'Ato B'.

7. The SS controls the DPCCH_Ec/lor ratio level according to
table 4.2.11.2-2, 'after B'. The SS waits 200 ms and then
verifies that the UE transmitter has been switched off.

8. The SS monitors the UE transmitted power for 5 s and
verifies that the UE transmitter is not switched on during
this time.

9. Transmitting or receiving bit/symbol rate for test channel is
shown in table below.

Type of user . DL DPCH UL DPCH
. . User bit rate :
information symbol rate Bit rate
12.2kbps reference
measurement 12.2kbps 30kbps 60kbps
channel
Test Instrument: Refer to Item 3.3

Test Result: PASS
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6.7. Receiver Adjacent Channel Selectivity (ACS)

6.7.1. Test Specification

Report No.: TCT250324E048

Test Requirement:

ETSI EN 301 908-2 clause 5.3.5.2

Test Method:

ETSI EN 301 908-2 clause 5.3.5.1

EUT DC Power CMU200
Test Setup:
Combiner
Inter. SG
Limit: For the UE of power class 3 and 4, the BER shall not exceed

0.001

Test Procedure:

N =

procedure.
loopback test.
shown in table 4.2.6.2-1 case 1.

case 1 with +1 dB tolerance.

Connect the SS to the UE antenna connector.
A call is set up according to the Generic call setup

3. Enter the UE into loopback test mode and start the
4. Set the parameters of the interference signal generator as

5. Set the power level of UE according to the table 4.2.6.2-1

Measure the BER of DCH received from the UE at the SS.

Test Instrument:

Refer to Item 3.3

Test Result:

PASS

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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I C I Report No.: TCT250324E048

6.8. Receiver Blocking Characteristics

6.8.1. Test Specification

Test Requirement: |ETSIEN 301 908-2 clause 5.3.6.2

Test Method: ETSI EN 301 908-2 clause 5.3.6.1
EUT DC Power CMU200
Test Setup:
Combiner
Inter. SG
Limit: The BER shall not exceed 0.001

1. Connect the SS to the UE antenna connector.

2. Acall is set up according to the Generic call setup
procedure.

3. Enter the UE into loopback test mode and start the
loopback test.

4. Set the parameters of the CW generator or the interference
signal generator as shown in tables 4.2.7.2-1, 4.2.7.2-2 and
4.2.7.2-3. For table 4.2.7.2-2 the frequency step size is 1
MHz.

5. Set the power level of the UE according to tables 4.2.7.2-1,

4.2.7.2-2 and 4.2.7.2-3 with a 1 dB tolerance.

Measure the BER of DCH received from the UE at the SS.

For table 4.2.7.2-2, record the frequencies for which the

BER exceeds the test requirements.

Test Instrument: Refer to Item 3.3
Test Result: PASS

Test Procedure:

N
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Report No.: TCT250324E048

6.9. Receiver Spurious Response

6.9.1.Test Specification

Test Requirement:

ETSI EN 301 908-2 clause 5.3.7.2

Test Method:

ETSI EN 301 908-2 clause 5.3.7.1

EUT DC Power CMU200
Test Setup:
Combiner
CMW SG
Limit: The BER shall not exceed 0.001

Test Procedure:

1. Connect the SS to the UE antenna connector.

2. Acall is set up according to the Generic call setup
procedure.

3. Enter the UE into loopback test mode and start the
loopback test.

4. Set the parameter of the CW generator as shown in table
4.2.8.2-1. The spurious response frequencies are
determined in step 4) of clause 5.3.6.1.2.

5. Set the power level of the UE according to table 4.2.8.2-1
with a 1 dB tolerance.

6. Measure the BER of DCH received from the UE at the SS.

Test Instrument:

Refer to Item 3.3

Test Result:

PASS

Hotline: 400-6611-140
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6.10. Receiver Intermodulation Characteristics

6.10.1.Test Specification

Test Requirement: |ETSIEN 301 908-2 clause 5.3.8.2

Test Method: ETSI EN 301 908-2 clause 5.3.8.1
EUT DC Power CMU200
Test Setup:
Combiner
CMW SG
Limit: The BER shall not exceed 0.001

1. Connect the SS to the UE antenna connector.

2. Acallis set up according to the Generic call setup
procedure.

3. Enter the UE into loopback test mode and start the
loopback test.

4. Set the parameters of the CW generator and interference
generator as shown in tables 4.2.9.2-1 and 4.2.9.2-2.

5. Set the power level of the UE according to tables 4.2.9.2-1
and 4.2.9.2-2 with a £1 dB tolerance.

6. Measure the BER of DCH received from the UE at the SS.

Test Instrument: Refer to Item 3.3
Test Result: PASS

Test Procedure:
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6.11. Receiver Spurious Emissions

6.11.1.Test Specification

Report No.: TCT250324E048

Test Requirement:

ETSI EN 301 908-1 clause 5.3.9.2

Test Method:

ETSI EN 301 908-2 clause 5.3.9.1

EUT DC Power CMU200
Test Setup:
Combiner
SA
Freguency band Measurement bandwidth | Maximum level
30MHz=T<1GHzZ 100 kHz -57 dBm
1GHz=1=<12,75 GHz 1 MHz -47 dBm
Band Frequency Range Measurement Maximum level
Bandwidth
[ 791 MHz << 821 MHz 3.84 MHz -60 dBm
921 MHz =T < 925 MHz 100 kHz -60 dBm (see note)
995 MHz < f < 935 MHz 100 kHz -67 dBm (see note)
935 MHz < 1< 960 MHz 100 kHz -79 dBm (see note)
1805 MHz <f< 1880 MHz 100 kHz -7'1 dBm (see note)
Limit: 1520 MHz <1< 1980 MHz 3.84 MHz -60 dBm
2110 MHz =<2 170 MHz 3,84 MHz -60 dBm
2585 MHz == 2 690 MHZ 3.84 MHz -60 dBm
W 791 MHz = < 821 MHz 3.84 MHz -60 dBm
880 MHz =f<915 MHz 3.84 MHz -60 dBm
921 MHz =1 < 925 MHz 100 kHz -50 dBm (see note)
e 100 kHz 467 dBm (see note)
925 MHz <1 < 935 MHz 3 84 MHz 60 dBm
935 MHz < = 960 MHz 100 kHz -79 dBm (see note)
1805 MHz <f<1 880 MHz 3.84 MHz -60 dBm
21M0MHz =<2 170 MHz 3.84 MHz -60 dBm
2585 MHz < <2 690 MHz 3.84 MHz -60 dBm

Test Procedure:

1. Connect a spectrum analyzer (or other suitable test
equipment) to the UE antenna connector.

2. UE shall be in CELL_FACH state.
3. The UE shall be setup such that UE will not transmit during
the measurement. (For guidance see TS 134 121-1 [2]).

4. Sweep the spectrum analyzer (or other suitable test
equipment) over a frequency range from 30 MHz to 12,75
GHz and measure the average power of the spurious
emissions.

Test Instrument:

Refer to Item 3.3

Test Result:

PASS

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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6.12. Radiated Emissions

6.12.1. Test Specification

Report No.: TCT250324E048

Test Requirement:

ETSI EN 301 908-1 clause 4.2.2

Test Method:

ETSI EN 301 908-1 clause 5.3.1

Below 1GHz

Im 1o 4m

Antenna

1l
Lid

— i
3

I/

(Turntable)

Antenna Tower

\‘l

. i
Test Setup:
Above 1GHz
Horn Antenna Antenna Tower
(Turntable) ¢ ! D \ ; '
Ground Reference Plane
Test Receiver H - Jju Controller
I
Frequency Minimum Minimum requirement Applicability
requirement (e.r.p.)/ (erp.y
reference reference bandwidth
bandwidth traffic mode
idle mode
30 MHz = f < 1000 MHz -57 dBm/100 kHz -36 dBm/100 kHz All
1GHz=f <1275 GHz -47 dBm/1 MHz -30 dBm/1 MHz All
fc-25x5MHz <T<TfC Not defined UTRA FDD,
+25x5MHz UTRA TDD, 3,84 Mcps option,
L| m |t - cdma2000, spreading rate 3
. fC- 2,5 X BWgpanne MHZ < f< fC + Not defined E-UTRA FDD, E-UTRA TDD,
2,5 % BWgnne MHZ Mobile WiMAX, UMB
fc-25x10MHz <f<fcl1+25x Not defined UTRA TDD, 7,68 Mcps option
10 MHz
fc-4MHz <f<ic+4 MHz Not defined UTRA TDD, 1.28 Mcps option
cdma2000, spreading rate 1
fc - 500 kHz < 1 < fc + 500 kHz Not defined UWC 136, 200 kHz option
fc- 250 kHz <1 < fc + 250 kHz Not defined UWC 136, 30 kHz option
NOTE:  fcis the UE transmit centre frequency.

ERP emission levels of the EUT.
The following test procedure as below:

1>.Below 1GHz test procedure:

Substitution method was performed to determine the actual

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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1. On the test site as test setup graph above, the EUT shall be
placed at the 1.5m support on the turntable and in the
position closest to normal use as declared by the provider.

2. The test antenna shall be oriented initially for vertical
polarization and shall be chosen to correspond to the
frequency of the transmitter. The output of the test antenna
shall be connected to the measuring receiver.

3. The transmitter shall be switched on, if possible, without
modulation and the measuring receiver shall be tuned to the
frequency of the transmitter under test.

. The test antenna shall be raised and lowered from 1m to 4m
until a maximum signal level is detected by the measuring
receiver. Then the turntable should be rotated through 360°
in the horizontal plane, until the maximum signal level is
detected by the measuring receiver.

5. Repeat step 4 for test frequency with the test antenna
polarized horizontally.

6. Remove the transmitter and replace it with a substitution
antenna (the antenna should be half-wavelength for each
frequency involved). The center of the substitution antenna
should be approximately at the same location as the center
of the transmitter. At the lower frequencies, where the
substitution antenna is very long, this will be impossible to
achieve when the antenna is polarized vertically. In such
case the lower end of the antenna should be 0.3 m above
the ground.

7. Feed the substitution antenna at the transmitter end with a
signal generator connected to the antenna by means of a no
radiating cable. With the antennas at both ends vertically
polarized, and with the signal generator tuned to a particular
test frequency, raise and lower the test antenna to obtain a
maximum reading at the spectrum analyzer. Adjust the level
of the signal generator output until the previously recorded
maximum reading for this set of conditions is obtained. This
should be done carefully repeating the adjustment of the test
antenna and generator output.

8. Repeat step 7 with both antennas horizontally polarized for
each test frequency.

9. Calculate power in dBm into a reference ideal half-wave
dipole antenna by reducing the readings obtained in steps 7
and 8 by the power loss in the cable between the generator
and the antenna, and further corrected for the gain of the
substitution antenna used relative to an ideal half-wave
dipole antenna by the following formula:

ERP(dBm) = Pg(dBm) — cable loss (dB) + antenna gain
(dBd)

where:

Pg is the generator output power into the

Test Procedure: 4
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Report No.: TCT250324E048

Substitution antenna.
2>.Above 1GHz test procedure:

Different between above is the test site, change from Semi-
Anechoic Chamber to fully Anechoic Chamber, and the test
antenna do not need to raise from 1 to 4m, just test in 1.5m

height.
Test Instrument: Refer to Item 3.3
Test Result: PASS

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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6.13. Control and Monitoring Functions

6.13.1. Test Specification

Test Requirement: |ETSIEN 301 908-1 clause 4.2.4

Test Method: ETSI EN 301 908-2 clause 5.3.3
EUT DC Power CMU200
Test Setup:
Combiner
SA
Limit: The maximum measured power during the duration of the test

shall not exceed -30 dBm.

1. Connect a spectrum analyser (or other suitable test
equipment) to the UE antenna connector.

2. UE shall be in CELL_FACH state.

3. The UE shall be setup such that UE will not transmit during
Test Procedure: the measurement. (For guidance see TS 134 121-1 [2]).

4. Sweep the spectrum analyser (or other suitable test

equipment) over a frequency range from 30 MHz to 12,75
GHz and measure the average power of the spurious

emissions.
Test Instrument: Refer to Item 3.3
Test Result: PASS
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6.14. Receiver Reference Sensitivity Level

6.14.1. Test Specification

Test Requirement: |ETSI EN 301 908-2 clause 5.3.12.2

Test Method: ETSI EN 301 908-2 clause 5.3.12.1
EUT DC Power CMU200
Test Setup:
Combiner
CMW SG
Limit: The BER shall not exceed 0.001

1. Connect the SS to the UE antenna connector.

2. Acall is set up according to the Generic call setup
procedure.

3. Enter the UE into loopback test mode and start the
loopback test.

4. Set and send continuously Up power control commands to
the UE until the UE output power shall be maximum level.

5. Measure the BER of DCH received from the UE at the SS.

Test Instrument: Refer to Item 3.3
Test Result: PASS

Test Procedure:
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Report No.: TCT250324E048

6.15. Receiver Total Radiated Sensitivity

6.15.1. Test Specification

Test Requirement:

ETSI EN 301 908-2 clause 5.3.13.2

Test Method:

ETSI EN 301 908-2 clause 5.3.13.1

Test Setup:

Anechoic room

Limit:

The average measured total radiated sensitivity (TRS) of low,
mid and high channel for handheld UE shall be lower than

the average TRS requirement specified in table 4.2.14.2-1.
The averaging shall be done in linear scale for the TRS results
of both right and left side of the phantom head. Average TRS
requirement is shown in the column "Average" on the

requirement tables.

, 1 1 1 1 1 1
TR‘SG\'m'agﬂ = 1 010%:(%[ loﬂ‘ﬁ_gﬂ“ 10 T 10E$_N‘].d-'10 + 10357«;_,‘,;;,:'10 + lOP,,g;,,_jm\ o + lOP,,-gh,_,,,,-,i o + 1051‘;):;_):@3"10 ]:|

Table 4.2.14.2-1: TRS minimum requirements for UTRA FDD bands in the speech position Beside
Head Hand Left and Beside Head Hand Right (BHHL/BHHR) for the primary mechanical mode

<REFI, >

Operating band Unit or
Average

| dBm/3,84 MHz -100,1

VI dBm/3,84 MHz -95.85

NOTE 1: For power class 3, 3bis and 4 this shall be achieved at the
maximum output power.

NOTE 2: Applicable for dual-mode GSM/UMTS.

NOTE 3: Not applicable for devices supporting CDMA or carrier aggregation.

Test Procedure:

1) Position the UE according to the DUT positioning for speech
mode.

2) Set the SS downlink physical channels.

3) Power on the UE.

4) A call is set up according to the Generic call setup

procedure. The power control algorithm shall be set to

Power Control Algorithm 2. Compressed mode shall be set

to OFF.

5) Enter the UE into loopback test mode 2 and start the

loopback test.

6)Send continuously Up power control commands to the UE.

7) As the UE reaches maximum power, start sending PN15

Hotline: 400-6611-140
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data pattern.

8) Measure EIS from one measurement point. EIS is the power
transmitted from one specific direction to the UE causing
BER value of 1% * 0.2% using 20000 or more bits; see
Annex E.20.

NOTE: To meet BER value target DL power level can be changed
using user’s freely selectable algorithm.

9) Measure the EIS for every direction of selected sampling
gird using two orthogonal polarizations to obtain TRS.

10) Calculate TRS using equations.

Test Instrument: Refer to Item 3.3

Test Result: N/A, The product width is greater than 72mm.
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Report No.: TCT250324E048

6.16. Total Radiated Power

6.16.1. Test Specification

Test Requirement:

ETSI EN 301 908-2 clause 5.3.14.2

Test Method:

ETSI EN 301 908-2 clause 5.3.14.1

Test Setup:

Anechoic room

Limit:

The average TRP of low, mid and high channel in beside head
position shall be higher than minimum performance
requirements for roaming bands shown in table 4.2.15.2-1. The
averaging shall be done in linear scale for the TRP results

of both right and left side of the phantom head

gP(}‘“k“="“l° T L (1 (1 B U iy

IRP.....=10log
- 6

Table 4.2.15.2-1: TRP minimum performance requirement for UTRA FDD bands in the speech positior
Beside Head Hand Left and Beside Head Hand Right (BHHL/BHHR) for primary mechanical mode

Power Class 3
Operating band Power (dBm)
Average
| 12,55
palll 8,70
NOTE 1: Applicable for dual-mode GSM/UMTS.
NOTE 2: Not applicable for devices supporting CDMA or carrier aggregation.

Test Procedure:

1) Set the SS downlink physical channels.

2) Power on the UE.

3) A call is set up according to the Generic call setup
procedure. The power control algorithm shall be set to
Power Control Algorithm 2. Compressed mode shall be set
to OFF.

4) Enter the UE into loopback test mode 2 and start the
loopback test.

5) Send continuously Up power control commands to the UE.

6) As the UE reaches maximum power, start sending PN15
data pattern.

7) Position the UE according to the DUT positioning for speech
mode specified in Subclause 4.3.3.

4) Measure the EIRPg and EIRP¢ with a sample step of 15° in

theta (0) and phi (@) directions using a test system

Hotline: 400-6611-140
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having characteristics as described in Annex A.

5) Calculate TRP using equations from Subclause 6.1.3.1.

NOTE 1: The measurement procedure is based on the measurement of
the spherical radiation pattern of the DUT. The power radiated by the
DUT is sampled in far field in a group of points located on a spherical
surface enclosing the DUT. The EIRP samples are taken using a
constant sample step of 15° both in theta (8) and phi () directions. In
some cases a different sampling grid may be used to speed up the
measurements (See Subclause 4.4). All the EIRP samples are taken
with two orthogonal polarizations, 6 - and ¢ -polarisations.

NOTE 2: The noise floor of the measurement receiver shall not disturb
the power measurement.

NOTE 3: Non Standard settings: To speed up sensitivity measurements,
power measurements may be done with non standard modulation.
However to obtain TRP result the measured EIRP figures shall be
normalized by

AEIRP = 1 > (EIRPstd, — EIRPnstd.)

L=
where EIRPstdiis power measurement done with standard setting.
EIRPnstdiis power measurement done with non standard modulation.
n is amount of reference measurement points.

Test Instrument: Refer to Item 3.3

Test Result: N/A, The product width is greater than 72mm.
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7.Photographs of Test Configuration

Radiated Emission

Page 30 of 46

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT250324E048

8.Photographs of EUT

Please refer to document Appendix No.: TCT250324E012-B & TCT250324E012-C
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9. Appendix A-Test Data
A.l1 Transmitter Maximum Output Power

Report No.: TCT250324E048

WCDMA Band |
Maximum output power .
Test mode (dBm) (Ialgnllt) Result

L M H
RMC 23.72 23.81 23.62
HSDPA subtest 1 22.77 22.90 22.81
HSDPA subtest 2 22.42 22.51 22.57
HSDPA subtest 3 22.41 22.52 22.48

HSDPA subtest 4 22.35 22.52 22.47 At 17037 has
HSUPA subtest 1 22.11 22.21 22.14
HSUPA subtest 2 22.01 22.14 22.06
HSUPA subtest 3 21.96 21.77 21.74
HSUPA subtest 4 21.57 21.71 21.62
HSUPA subtest 5 21.48 21.56 21.52
WCDMA Band VIl
Maximum output power _
Test mode (dBm) (:Iénr:) Result

L M H
RMC 22.83 22.87 22.94
HSDPA subtest 1 22.42 22.57 22.48
HSDPA subtest 2 22.15 22.25 22.20
HSDPA subtest 3 22.07 22.27 22.14
HSDPA subtest 4 22.02 22.18 22.15

HSUPA subtest 1 2175 | 2100 | 2187 | eI PASS

HSUPA subtest 2 21.67 21.83 21.72
HSUPA subtest 3 21.65 21.45 21.45
HSUPA subtest 4 21.21 21.35 21.28
HSUPA subtest 5 21.17 21.20 21.17

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332

Note: All test condition have been tested, only the worst condition(Normal condition)is reported.
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A.2 Transmitter Spectrum Emission Mask
WCDMA Band |

Lowest channel

Report No.: TCT250324E048

Band < Connect
L2 WCDMA Fop *" spectrum 1Y G |
dB  MaxLevel Auto Lot noise Freg.Oftset. + 0.000 kHz Chan/Freg: 9612 /19224 MHzZ Emission
P f oft Q.- 10t |2 iott Mask
[Current |
-10 Appli-
-z0 cation
-30
Trigger
Ana. Ley,
Analyzer
- Settings
a1 BS Sig. Lvl.
HSDPA
o0 HSLPA
-12000 -5500 7500  -4.000 -2515 0 2513 4000 7500 8500 12000
R o E— . T I BS Signal
Margin of Current i
| -56 -55| -93 -89 Mwaniliumn | -66 -89 -50| -51 Settings
Current Average TN
Ref.Power| 238 aBm 238asm 239 dBm 10 Marker
Statistic Count
LIE Power 2406 dBm Cutof Tu\eraﬂcel 0.00 %
Power Modulation Spectrum i’ gzm'ﬂl Receg':;m | Audio W
Middle channel
Band 4 Connect
625 WCDMA Fop ™4™ Spectrum =R e |
dB  MaxLevel Auto Low noise FreqOftset: + 0.000 kHz Chan/Freg.: 9750 /19500 MHz Emission
0 B i Off |1 1 Off |2 ioff Mask
[Current |
-10 Appli-
-20 cation
-30
-40 Trigger
Ana. Ley.
Analyzer
o Settings
-0 BS Sig. Lvl.
HSDPA
30 HSLPA
12000 8500 7500 4000 2515 0 2515 4000 7500 8500 12000
‘ : I Margin ot Current : : : ‘ e SIgnaI
| -56] -85 -g7| -78 Maonot | -64] -86] -59] -60 | settings
Current Average Itz Shlin,
Ref.Power| 238 dBm 239 dBm  24.0 dBm 10 Marker
Statistic Count
LIE Parwer 2417 dBm Outof Tn\erancel 0.00 % Flet B
Power Modulation Spectrum Code ng&rl Receal:arm | Audio M
Highest channel
Band 4 Connect
625 WCDMA Fop ™4™ Spectrum =R e |
dB  MaxLevel Auto Low noise FreqOftset: + 0.000 kHz Chan./Freg.: 9888 119776 MHz Emission
0 B i Off |1 1 Off |2 ioff Mask
[Current |
-10 Appli-
-20 cation
-30
-40 Trigger
Ana. Ley.
Analyzer
o Settings
-0 BS Sig. Lvl.
HSDPA
30 HSLPA
12000 8500 7500 4000 2515 0 2815 000 7500 5500 12000
I I I I I I I I BS Signal
M 1 Current 5
| -35| -35| -63 -53 Meoniituren I =51 =70 -49 -49 Settings
Current Average Itz Shlin,
Ref. Powerl 24.1 dBm 24.1 dBm 242 uBm Marker
Statistic Count

LIE Pawer 2433 oBm  Outaf Tn\eranc9| 0.00 %
Power Modulation Spectrum Code ng&rl Receal:arm | Audio

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-2767333
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WCDMA Band VIII

Lowest channel

B:,Hf Spectrum

25 WCDMA Fop

B

Conhnect
Control

dB  MaxLevel Auto Low noise FreqOftset: + 0.000 kHz Chan/Freg: 2712 18824 MHz Emission
P i Off [ 1 0ff 8. —- 1ot Mask
Current
-10 Appli-
-20 cation
-30
P74t |-+
Ana. Ley.
Analyzer
- Settings
e BS Sig. Lvl.
HSDPA
a0 HELPA
-12000 -5500  -7500  -4.000 -2515 1] 2515 4.000 7500 8500 12.000
L T T T T T T T T
I I I I - I I I I BS Signal
[-110]-110]-129]- 127 Menoicurent [_4047-126 - 10.1- 101 | Settings
Current Average Itz Shlin,
Ref. Powerl 23.7 dBm 23.7 dBm 23.8 uBm Marker
LUE Patwer 23.99 dgm  Qutof To\erancel 0.00 % Stetitic Count =
Power Modulation Spectrum Code ng;rl Receal:arm | Audio M
Middle channel
Band ] Connect
SZd WCDMA roo ' spectnm [ ES [ [

dB  MaxLevel Auto Lot noize Freg.Ofizet: + 0.000 kHz Chan./Freg.: 2758 /397 6 MHz Emission
o B £ ot 1 J off 9. - ot Mask
Current
-10 Appli-
-20 cation
-30
40 Trigger
Ana. Ley
Analyzer
- Settings
e BS Sig. Lyl
HEDPA
-90 HSUPA
-12000 8500 -7.500  -4.000 -2515 0 2515 4000 7500 8500 {2000 |
L I \II I IIII \‘I\ I III I Bssignal
Margin of Current g
[ -98] -99]-114[- 111 Masnoicurent [_490]-124] -94| -94 | Sottings
Current Average Mt N
Ref.Power|  23.6 dBm 236 amm 237 wBm Marker
Statistic Count
LE Power 2391 dBm  Cutof Tu\eraﬂcel 0.00 %
Power Modulation Spectrum Code gzm-erl Receg':;m | Audio W
Highest channel
Band - = Connect
25 WCDMA oo %% Spectrum 5% B
dB  MaxLevel Auto Low noise Freq.Offzet: + 0.000 kHz Chan./Freq: 2863 /9126 MHz Emission
U i Off [ 1 1 Off |2 ioff Mask
Current
-10 Appli-
cation
Trigger
Ana. Ley.
Analyzer
Settings
- BS Sig. Lvl.
HSDPA
a0 HSUPA
(12000 8500 7500 4000 2515 0 2515 4000 7500 8500 12000
I I I I I I I I BS Signal
Margin of Current -
[ -91] -90]-108]- 113 Menoicurent [_4227-136 - 121/-110 | Settings
Current Average Itz Shlin,
Ref.Power| 235 dBm  235dBm 236 dBm 10 Marker
Statistic Count

LIE Pawver 23.79 dBm  Outef To\eranc9| 0.00 %
Power Modulation Spectrum Code B:m;arl Receg:arm | Audio

Report No.: TCT250324E048

Notel: All modes (RMC, HSDPA, HSUPA) are tested, but the worst (RMC) is reported.

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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A.3 Transmitter Spurious Emissions

9KHz - 150KHz -67.53 -36 PASS
150KHz - 30MHz -63.21 -36 PASS
30MHz - 1GHz -62.90 -36 PASS
1GHz - 1.9375GHz -43.21 -30 PASS
1.9625GHz - 12.75GHz -46.17 -30 PASS

791MHz - 821MHz -63.18 -60 PASS
921MHz - 925MHz -63.28 -60 PASS
925MHz - 935MHz -71.89 -67 PASS
935MHz - 960MHz -84.98 -79 PASS
1.805GHz - 1.88GHz -86.26 -71 PASS
2.11GHz - 2.17GHz -76.28 -60 PASS
2.585GHz - 2.69GHz -73.90 -60 PASS

9KHz - 150KHz -71.19 -36 PASS
150KHz - 30MHz -66.87 -36 PASS
30MHz - 885.1MHz -66.56 -36 PASS
910.1MHz - 1GHz -46.87 -30 PASS
1GHz - 12.75GHz -49.83 -30 PASS

791MHz - 821MHz -66.84 -60 PASS
925MHz - 935MHz(1) -78.44 -67 PASS
935MHz - 960MHz(1) -83.55 -79 PASS
1.805GHz - 1.83GHz(1) -88.64 -71 PASS
1.83GHz - 1.88GHz(1) -89.92 -71 PASS
2.11GHz - 2.17GHz -79.94 -60 PASS
2.585GHz - 2.64GHz -77.56 -60 PASS
2.64GHz - 2.69GHz -66.84 -60 PASS
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A.4 Transmitter Minimum Output Power

Report No.: TCT250324E048

Normal -55.35
HVHT -55.00
LVHT -55.38
HVLT -55.70
LVLT -55.61

PASS

Normal -55.61
HVHT -55.12
LVHT -55.19
HVLT -55.17
LVLT -55.19

PASS

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT250324E048

A.5 Transmitter Adjacent Channel Leakage Power Ratio

Hotline: 400-6611-140

WCDMA Band |
Lowest channel

Band - Connect
G WCDMA oo 1" specrun [ S o el
dB  MaxLevel Auto Lot noise ChanJFreq: 9612 119224 MHz ACLR
Freqotiost +0000 krz  §: — f oo Bl - 205 MHz
+10 - o B - ;oo OBl r. 207 MHz 20.000 kHzl FFTIOBW
[Current | “Resoiut Bandwidih -
Appli-
cation
Meas. Length | ————!
== 24.13 uBm Trigger
po LE Power Ans. Lew,
10 Analyzer
Statistic Count settings
000 % | ———
Out of Tolerance | BS Sig. Lyl.
HSDPA
] =] ] P 2 @h IEIUAR
1000 MHZ - 500 MHZ 0 MHz <500 MHz  + 1000 MHZ o] BS Signal
-625 | -406 |+239 aBm| -404 | -525 | 4.12 muz cur. | Settings
-524 -406 +239wem -404 -522 4,14 MHz Avg.
-519 | -402 -401 | -516 | 419 muz v |  MATker
Al values in dB

Middle channel

" Code Dom. | Receiver | b
Power Modulation Spectrum Power] Qualit: Audio W

Band -4 Connect
@ WCDMA FDD STl - Q Control
dB  MaxLevel Auto Low noise Chan.iFreg. 9750 /19500 MHz ACLR
FreqOffset + 0000 Kz @ - i ot OBl I: - 209 MHz
a0 B - i Off |2 1ot OB r: 206 MHz 20.000 kHz | FFTIOBW
o [Current | Rasaiut Bandwidth -
o Appli-
cation
-20 Meas. Length
30 T
4 T 1 + 24.18 dBm | Tyjpoer
0 T - LIE Power An. Lev,
I 10
B0l o Analyzer
70 huil § Statistic Count Setti)rrlgs
000 % | =———
- Out of Tolerance | BS Sig. Lvl.
o HSDPA
2 -1 0 i 2 ch st
-1000 MHz - 500 WHz OMHz  +500 MHz  +1000 MHz  OBIAI BS Signal
-513 | -396 +239dBm -403 | -529 | 415tz cur | Settings
-518 =397 +239d8m| =401 -628 414 MHz Avg.
-513 | -892 -3968 | -524 | 418 g vex | Marker
All Values in B

Highest channel

q Code Dom. | Receiver | B
Power Modulation Spectrum PoweH Qualit Audio M

Band -4 Connect
@ WCDMA FDD STl - Q Control
dB  MaxLevel Auto Low noise Chan.iFreg. 98853 19776 MHz ACLR
Freq Oftset: + 0000 kHz n -— IOff CBWI: - 209 MHz
a0 B - i Off |2 1ot OB . 207 MHz 20.000 kHzl FFTIOBW
o [Current | Rasaiut Bandwidth -
o Appli-
cation
Nm Meas Length | ———
=S 2437 dBm Trigger
= LIE Power Ang. Lev,
Analyzer
AUstic C-oun| settings
000 % | =———
Out of Tolerance | BS Sig. Lvl.
HSDPA
0 i 2 ch IR
-1000 MHz - 500 WHz OMHz  +500 MHz  +1000 MHz  OBIAI BS Signal
-509 | -373 +241dBm| -385 | -518 | 4.16 tz cur | Settings
=511 =372 +241d8m| =383 =521 418 MHz Avg.
-508 | -368 -379 | -518 | 418 g vax | Marker
All Values in B

Tel:

86-755-27673339

Fax: 86-755-27673332

q Code Dom. | Receiver | B
Power Modulation Spectrum PoweH Qualit Audio M
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WCDMA Band VIII

Lowest channel

B:,Hf Spectrum

25 WCDMA Fop

B

Conhnect
Control

dB  MaxLevel Auto Low noise FreqOftset: + 0.000 kHz Chan/Freg: 2712 18824 MHz Emission
P i Off [ 1 0ff 8. —- 1ot Mask
Current
-10 Appli-
-20 cation
-30
P74t |-+
Ana. Ley.
Analyzer
- Settings
e BS Sig. Lvl.
HSDPA
a0 HELPA
-12000 -5500  -7500  -4.000 -2515 1] 2515 4.000 7500 8500 12.000
L T T T T T T T T
I I I I - I I I I BS Signal
[-110]-110]-129]- 127 Menoicurent [_4047-126 - 10.1- 101 | Settings
Current Average Itz Shlin,
Ref. Powerl 23.7 dBm 23.7 dBm 23.8 uBm Marker
LUE Patwer 23.99 dgm  Qutof To\erancel 0.00 % Stetitic Count =
Power Modulation Spectrum Code ng;rl Receal:arm | Audio M
Middle channel
Band ] Connect
SZd WCDMA roo ' spectnm [ ES [ [

dB  MaxLevel Auto Lot noize Freg.Ofizet: + 0.000 kHz Chan./Freg.: 2758 /397 6 MHz Emission
o B £ ot 1 J off 9. - ot Mask
Current
-10 Appli-
-20 cation
-30
40 Trigger
Ana. Ley
Analyzer
- Settings
e BS Sig. Lyl
HEDPA
-90 HSUPA
-12000 8500 -7.500  -4.000 -2515 0 2515 4000 7500 8500 {2000 |
L I \II I IIII \‘I\ I III I Bssignal
Margin of Current g
[ -98] -99]-114[- 111 Masnoicurent [_490]-124] -94| -94 | Sottings
Current Average Mt N
Ref.Power|  23.6 dBm 236 amm 237 wBm Marker
Statistic Count
LE Power 2391 dBm  Cutof Tu\eraﬂcel 0.00 %
Power Modulation Spectrum Code gzm-erl Receg':;m | Audio W
Highest channel
Band - = Connect
25 WCDMA oo %% Spectrum 5% B
dB  MaxLevel Auto Low noise Freq.Offzet: + 0.000 kHz Chan./Freq: 2863 /9126 MHz Emission
U i Off [ 1 1 Off |2 ioff Mask
Current
-10 Appli-
cation
Trigger
Ana. Ley.
Analyzer
Settings
- BS Sig. Lvl.
HSDPA
a0 HSUPA
(12000 8500 7500 4000 2515 0 2515 4000 7500 8500 12000
I I I I I I I I BS Signal
Margin of Current -
[ -91] -90]-108]- 113 Menoicurent [_4227-136 - 121/-110 | Settings
Current Average Itz Shlin,
Ref.Power| 235 dBm  235dBm 236 dBm 10 Marker
Statistic Count

LIE Pawver 23.79 dBm  Outef To\eranc9| 0.00 %
Power Modulation Spectrum Code B:m;arl Receg:arm | Audio

Report No.: TCT250324E048

Notel: All modes (RMC, HSDPA, HSUPA) are tested, but the worst (RMC) is reported.

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT250324E048

A.6 Out-of-synchronization Handling of Output Power

WCDMA Band |

® RBW 3 MHz > g
VBW 10 MHz ). 1B

Ref 25 dBm *Att 30 dB SWT 20 s
Offget 1 B a
I s
L. - :
I s
e
.
m-10
L. e
A Ly ey
. 0B
boac ‘
Kletegpe -  DRGTUAN T 5§ G ol o
o
-
Center 1.95 GHz 2 s/

WCDMA Band VIII

® RBW 3 MHz
VBW 10 MHz

Ref 25 dBm *Att 30 dB SWT 20 s

Offget 1 B I
-2 T
O
-1

-a
4,,wk‘fl TR L N I T 5 i st B~ A

F-70

Center 897.6 MHz 2 s/
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I C I Report No.: TCT250324E048

A.7 Receiver Adjacent Channel Selectivity (ACS)
WCDMA Band I:

Test Case BER Limit Result
Case 1 0.000% 0.01%
PASS
Case 2 0.000% 0.01%
WCDMA Band VIII:
Test Case BER Limit Result
Case 1 0.000% 0.01%
PASS
Case 2 0.000% 0.01%

A.8 Receiver Blocking Characteristics

WCDMA Band I:
Test Case BER Limit Result
In-band blocking 0.000% 0.01%
Out-of-band 0 0
Narrow band 0.000% 0.01%
blocking
WCDMA Band VIII:
Test Case BER Limit Result
In-band blocking 0.000% 0.01%
Out-of-band
Narrow band 0.000% 0.01%
blocking
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I C I Report No.: TCT250324E048

A.9 Receiver Spurious Response

WCDMA Band I:
Test Case BER Limit Result
Spurious Response 0.000% 0.01% PASS
WCDMA Band VIII:
Test Case BER Limit Result
Spurious Response 0.000% 0.01% PASS

A.10 Receiver Intermodulation Characteristics

WCDMA Band I:
Test Case BER Limit Result
Intermodulation 0.000% 0.01% PASS

WCDMA Band VIII:
Test Case BER Limit Result

Intermodulation 0.000% 0.01% PASS
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A.11 Receiver Spurious Emissions

Report No.: TCT250324E048

WCDMA band | (General requirement)
Frequency Range Max. Le(\éie:?in?)bserved Limit (dBm) Result
30MHz - 1GHz -65.54 -57 PASS
1GHz - 12.75GHz -64.19 -47 PASS
WCDMA band | (Additional requirement)
Frequency Range Max. Le(\éi(?aln?)bserved Limit (dBm) Result
791MHz - 821MHz -76.86 -60 PASS
921MHz - 925MHz -73.40 -60 PASS
925MHz - 935MHz -83.88 -67 PASS
935MHz - 960MHz -80.90 -79 PASS
1.805GHz - 1.88GHz -78.08 -71 PASS
1.92GHz - 1.98GHz -73.89 -60 PASS
2.11GHz - 2.17GHz -77.79 -60 PASS
2.585GHz - 2.69GHz -76.79 -60 PASS
WCDMA band VIII (General requirement)
Frequency Range Max. Le(\éeén(q))bserved Limit (dBm) Result
30MHz - 1GHz -66.36 -57 PASS
1GHz - 12.75GHz -65.01 -47 PASS
WCDMA band VIII (Additional requirement)

Frequency Range Max. Le(\(/jeBIr(T?)bserved Limit (dBm) Result
791MHz - 821MHz -77.68 -60 PASS
880MHz - 915MHz -74.22 -60 PASS
921MHz - 925MHz -84.70 -60 PASS
925MHz - 935MHz -81.72 -67 PASS
935MHz - 960MHz -78.90 -79 PASS
1.805GHz - 1.88GHz -74.71 -60 PASS
2.11GHz - 2.17GHz -78.61 -60 PASS
2.585GHz - 2.69GHz -77.61 -60 PASS

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332
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A.12 Radiated Emissions

Report No.: TCT250324E048

WCDMA Band |, Middle Channel - traffic mode
Frequency Spurious Emlsilon | i _—
MHz S eve dBm(EIRP
(MHz) Polarization dBm(EIRP) ( )
31.96 Vertical -69.39
44.12 V -70.71 36 dBm
5850.92 V -50.15 below 1GHz,
. PASS
31.96 Horizontal -70.87 -30 dBm
94.76 H -71.25 above 1GHz.
5850.92 H -54.83
WCDMA Band |, Middle Channel - idle mode
Frequency Spurious Em|sT_|on | Limit mecult
MHz i i eve dBm(EIRP
(MHz) Polarization dBM(EIRP) ( )
31.96 Vertical -70.72
44.12 \Y -71.37 .57 dBm
5850.92 V -50.07 below 1GHz,
. PASS
31.96 Horizontal -71.14 -47 dBm
94.76 H -70.71 above 1GHz
5850.92 H -53.53

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT250324E048

WCDMA Band VI, Middle Channel - traffic mode
Frequency Spurious Emlsilon | Limit recult
MHz e eve dBm(EIRP
(MHz) Polarization dBm(EIRP) ( )
59.36 Vertical -72.50
124.42 Vv -73.82 -36 dBm
1812.61 V -53.26 below 1GHz,
PASS
59.36 \Y -73.96 -30 dBm
124.42 Horizontal -74.36 above 1GHz
1841.61 H -57.94
WCDMA Band VIII, Middle Channel - idle mode
Frequency Spurious Em|sT_|on | Limit mecult
MHz i i eve dBm(EIRP
(MHz) Polarization dBM(EIRP) ( )
59.36 Vertical -73.83
124 .42 \Y -74.48 -57 dBm
1812.61 v -53.18 below 1GHz,
) PASS
59.36 Horizontal -74.25 47 dBm
124 .42 H -73.82 above 1GHz
1812.61 H -56.64

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT250324E048

A.13 Control and Monitoring Functions
WCDMA band |

o Keysight Spectrum Analyzer - Swept SA ==

RF [s00 Ac | SENSE:INT| ALIGN AUTO _ [03:12:16 PMJun 13, 2025 Ersm
Start Freq 1.920000000 GHz . #Avg Type: RMS ¢ q Y
PNO: Fast (5 1rig: FreeRun Avg|Held:>100/100 &
£ !

IFGain:Low #Atten: 10 dB

Mkr1 1.950 06 GHz Auto Tune
ggfo{?ﬁ; ﬁg?ﬁ -65.675 dBm - I

Center Freq
1950000000 GHz

StartFreq
1.920000000 GHz

stopFreq
1.980000000 GHz
||

CF Step
6.000000 MHz
Auto Man

Freq Offset
0 Hz
e
Scale Type

Start 1.92000 GHz Stop 1.98000 GHz |5

n
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
MSG

WCDMA band VIII

' Keysight Spectrum Analyzer - Swept SA =
RF [s00 Ac | SENSE:INT| ALIGN AUTO
Start Freq 880.000000 MHz . #Avg Type: RMS izt [
PNO: Fast Ly Trig: Free Run Avg|Hoeld:>100/100
IFGain:Low #Atten: 10 dB

Mkr1 890.920 MHz Auto Tune
ggfo{?ﬁ; ﬁg?ﬁ -76.990 dBm - |

Center Freq
897.500000 MHz

StartFreq
880.000000 MHz

stopFreq
915.000000 MHz
||

CF Step
3.500000 MHz
Auto Man

Freq Offset
0Hz
e
Scale Type

Start 880.00 MHz Stop 915.00 MHz |5 Lin

#Res BW 100 kHz #VYBW 300 kHz Sweep 3.400 ms (1001 pts) |
MSG
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A.14 Receiver Reference Sensitivity Level

Report No.: TCT250324E048

WCDMA Band I:
Test Case BER Limit Result
Intermodulation 0.000% 0.01% PASS
WCDMA Band VIII:
Test Case BER Limit Result
Intermodulation 0.000% 0.01% PASS

Hotline: 400-6611-140

Tel: 86-755-27673339

s END OF REPORT*+++x

Fax: 86-755-27673332
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