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1. B£ 54318 Sample Description

B 2R BT T Eites) 320 PRO
Sample Name Li-ion Battery Model Name
TS5 = BRI T 25 T3k A R 2 =]
Testing laboratory Attestation of Global Compliance (Shenzhen) Co., Ltd.
S GRYINTH 2 X V0 2 (738 A AL X 2R 7 =B Tk X5 1.2.3.4 5 2 5 4k
Tes t‘in Address 2/F., Building 2, No.1-4, Chaxi Sanwei Technical Industrial Park, Gushu, Xixiang, Baoan
g District, Shenzhen, Guangdong, China
ZAE AL PRI T SR B A 150 A PR A =
Applicant Shenzhen Huafurui Technology Co., Ltd.
GRIINTIT R L X Bk U5 A T B AL ORIE SRS B AS I Ab 3R A A (R 0CAE 4 SpArE) 1415
RACHRAL AL 1401, 1402 J35
Applicant Unit 1401 &1402, 14/F, Jin qi zhi gu mansion (No. 4 building of Chong wen Garden), Crossing
Address of the Liu xian street and Tang ling road, Tao yuan street, Nan shan district, Shenzhen.
Guangdong province. China
7 1L S A A A
Manufacturer Zhongshan Tianmao Battery Co., Ltd.
[l K A LR ; U, il A
2 AL o AT AR 38— B 208
13 dell*gss 5 No. 208, Qianjin 1st Road, Xinqgianjin Village, Tanzhou Town, Zhongshan
B A 7 AL Hh R 57 R A R 7
Manufacturer of Cell Zhongshan Tianmao Battery Co., Ltd.
g
Use
e T LA B m>
Battery Type Rechargeable Single Cell Battery Composing mode
BRI WERE
. ) . 4 Ah
Nominal Voltage 385V Rated Capacity Qe
() AR b D
bt hour 15.4Wh A 77 7% Prismatic
sEr EIR S I
Limited Charge 4.4V 3V
Cut-off Voltage
Voltage
=) == N
e B R HFEE 78 F LA
JuH L 800mA Max. Continuous 4000mA
Charge Current
Charge Current
SN S
Max. Continuous 4000mA B B 20mA
. End Charge Current
Discharge Current
S S
Cell Model {JFSEPPN Cell Rated Capacity QM
THUA T [H] 56 B 1]
2019-07-2 2019-08-1
Client Date 019-07-26 Completing Date b 10
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2. AR HE Standard

<United Nations Recommendations on the Transport of Dangerous Goods: Manual of Tests and Criteria>

CHR A B G T e i el W B — iR AP #EF ) (ST/SG/AC.10/11/Rev.6)

3. MR B 4518 Test Item And Conclusion

MR H Ttem MFE A 45 Samples Number 2518 Conclusion
1= FE R Altitude simulation it Pass
15 E 56 Thermal test JEiL Pass
$&3)) Vibration Z1~7Z10 @ IT Pass
My Shock T Pass
A4 % External Short Circuit Bt Pass
$5 & Crush Z11~Z15 JEIT Pass
id B 7 HiOvercharge Z16~Z19 X1~X4 Wit Pass
S| Foreed discharge 720~729 X5~X14 1T Pass

RS AT A (BE E R Tk s i @ W A — g bR ) 38.3 FHIEK
The submitted samples were complied with UN Manual of Tests and Criteria, Part III, sub-section 38.3.

N e N 1% EIREIN
T:;F;t:d by -—i-—— @ﬂ Re\E/?ev/;ed by ﬂ- li ‘-%' Approved by /%\‘;éﬁ%?

PiBH Notes:

Z1~Z10 Z16~Z19: 55— FEHH A 1158 42 78 AR [ FLi
Batteries at first cycle in fully charged states;

Z11~Z15: 55— 787800 JA 5 0% B v A e 25 R IR A 1) L s
Cells at first cycle at 50% of the design rated capacity;

Z20~229: 55— FE T80 A 0 58 A T HE PR A R HEL LS

Cells at first cycle in fully discharged states;

X1~X4: 5078780 A 1) e 4= 78 IR ZS 0 Fi it

Batteries after 50 cycles ending in fully charged states;

X5~X14: 50 7850 F 301/ 58 A TRCHUIR S FR) LIRS

Cells after 50 cycles ending in fully discharged states.
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4. #ESE R Sample Photos
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Authenticate the photo on original report only
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5. MK HIE Test Method And Verdict

45445 Report No.: AGC01085190505UA01

FOTL 19T

B PRAEER WAL R Hsg
Clause Requirements Result Verdict
sy | WK1 R R 1 ,
Test 1: Altitude simulation See Table 1
IS HL b AT H it ZH R R AN K T 11.6kpa PR K563 B 2045 C 1) 264
TIAFEAST64 N .
Test cells and batteries shall be stored at a pressure of 11.6kPa or less for TER,
at least six hour at ambient temperature (20+5°C) THS, TR
SORALRIBIBALE S . AL M. TR A, Jf | 7 TR
ELAE /MRS o AL SRS I TF B BT N T R ik — ikl | TR
LT 1990% . A7 9k R IS PR 2 SR AN FH 5 4 TS0 R R A8 A a6 L vl T No leakage, d
e . no venting, no
Cells and batteries meet this requirement if there is no leakage, no disassemble, no
venting, no disassemble, no rupture and no fire and if the open circuit voltage mipture and no
of each test cell or battery after testing is not less than 90% of its voltage fire.
immediately prior to this procedure. The requirement relating to voltage is not
applicable to test cells and batteries at fully discharged states.
1834, | W2 BEAR R 2 P
Test 2: Thermal test See Table 2
6 FELHL R R Y 2 S 7E IR B 45 T 72 C+2 C I A T AR D 6/
I, FEE PR IR B 55 T 40 CH2 C ISR AR D 6/ o AN
Ui T e FEE 2 T ) B KB [ B) B 9303 . AR TP R EAT, FL5ER10
R, BEHPTA R IR A I HAE ISR (20C+5°C) FAFIR24/)
o TR A et 2, % R T Ao o i P58 Y P 1] 2 20 2 DAy 1270
i
Test cells and batteries are to be stored for at least six hours at a test
temperature equal to 72+2°C, followed by storage for at least six hours at a TR,
test temperature equal to —40+2°C. The maximum time interval between test THER, TR
temperature extremes is 30 minutes. This procedure is to be repeated until 10 | 14, TGl
total cycles are complete, after which all test cells and batteries are to be T Ko
stored for 24 hours at ambient temperature (20 = 5°C). For large cells and No leakage, p
batteries the duration of exposure to the test temperature extremes should be no venting, no
at least 12 hours. disassemble, no
R R IATEIBIR . B, MRk, CMAMIR K, 3 | rupture and no
FLAEAN 06 oo b K P T 2L A G0 5 T B bR AS /N T e AT i — kg | fire.
A LR F190%.. A7 5% HEL S B 2SR ANIE T 58 45 T8 R TR 2 A6 LV AT
e
Cells and batteries meet this requirement if there is no leakage, no
venting, no disassemble, no rupture and no fire and if the open circuit voltage
of each test cell or battery after testing is not less than 90% of its voltage
immediately prior to this procedure. The requirement relating to voltage is not
applicable to test cells and batteries at fully discharged states.
N WR3: #w3h W3 2
Test 3: Vibration See Table 3
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LI AT R A K TARSIBLF & (EASE RRIR AL T, JFREHEN
FISEHEIEIR D) . PRENNLE LRI, X EFTI MR 7 25 200 Hf
e 0], FREIR] 7652, BERER 1S rEh. X —IRSNS RSB = A HAH
e LA HRLH 22 05 R B — D VB R AT 121k, ESON 3.
H—ANRB J7 1) 206 250 i T

Cells and batteries are firmly secured to the platform of the vibration
machine without distorting the cells in such a manner as to faithfully transmit
the vibration. The vibration shall be a sinusoidal waveform with a logarithmic
sweep between 7 Hz and 200 Hz and back to 7 Hz traversed in 15 minutes.
This cycle shall be repeated 12 times for a total of 3 hours for each of three
mutually perpendicular mounting positions of the cell. One of the directions
of vibration must be perpendicular to the terminal face.

PEXS B 4, R FTEAZ 12 T At M il 2l CRits i
NI AR 12 TR0 SE R gl CRARIBA) G A
Al

The logarithmic frequency sweep shall differ for cells and batteries with a

gross mass of not more than 12 kg (cells and small batteries), and for batteries
with a gross mass of more than 12 kg (large batteries).

XN AL N 7 BRREOTAS, PREF 1gn ORI SE, B2
BZRIEF 18 Hh 2k . SRIEHIRIEORFRAE 0.8 2K (R mF% 1.6 2K , Jf
A BB K IR FEIA B 8g, (FMHL)R 50 #522) o W K nig fE
TREFAE 8gy ELEIMRHTIN 2] 200 H24 -

For cells and small batteries: from 7 Hz a peak acceleration of 1g, is
maintained until 18 Hz is reached. The amplitude is then maintained at 0.8
mm (1.6 mm total excursion) and the frequency increased until a peak
acceleration of 8g, occurs (approximately 50 Hz). A peak acceleration of 8g,
is then maintained until the frequency is increased to 200 Hz.

XPRBI A . A 7 FR2ZTT 80, DRAF 1gn ORI L, BRI
B 18 W, AEHHRIB A 0.8 2K (AW 1.6 78K , JERIAN
B LB B KN LIk B 2g, (PRFRLIY 25 28D o R Knid R ¢
£ 2g, ELEIBARIGINF] 200 HH2% o

For large batteries: from 7 Hz to a peak acceleration of 1g, is maintained
until 18 Hz is reached. The amplitude is then maintained at 0.8 mm (1.6 mm
total excursion) and the frequency increased until a peak acceleration of 2gn
occurs (approximately 25 Hz). A peak acceleration of 2g, is then maintained
until the frequency is increased to 200 Hz.

ZOR A AT e i AL e th A JE EB R . e, A, R
RANTCHEE K, IF HAR SRS it B A AL AR 55 = AT B 2 e U7 AL B ik
560 S RIS T i AN AEREAT I — R AT HUE K 90% . A7 9K H
s PR EESRANE FH T 58 4 TR RS 1 i L v AT L 4

TR,
TR, T
A, TCRBEAN
T Ko

No leakage,
no venting, no
disassemble, no
rupture and no
fire.

Attestation of Global Compliance(Shenzhen)Co.,Ltd.

Xixiang, Bao'an District, Shenzhen, Guangdong, China
Tel: +86-7552523 4088 E-mai|l:agc@agc-cert.com

Add: 2/F., Building 2, No.1-4, Chaxi Sanwei Technial Industrial Park, Gushu,

Service Hotline:400 0892118




AGC

45445 Report No.: AGC01085190505UA01

FUL 19T

B

Clause

PRAEER

Requirements

WA R
Result

HE
Verdict

Cells and batteries meet this requirement if there is no leakage, no
venting, no disassemble, no rupture and no fire and if the open circuit voltage
of each test cell or battery after testing is not less than 90% of its voltage
immediately prior to this procedure. The requirement relating to voltage is not
applicable to test cells and batteries at fully discharged states.

38.3.44

Wik4: ppiz
Test 4: Shock

& 4
See Table 4

BRI L AT L A T IS A S R AR e B b, SORSIE R A
R FL L 2E B T 22 T

Test cells and batteries shall be secured to the testing machine by means
of a rigid mount which will support all mounting surfaces of each test battery.

B LI TR 2852 S KN JEE 150, Rk i RS2 ] E] 6 220 1) 2 T 5% 33 v
e BRI M 5 22 52 B KNI 50, AR h 5 B2 S TR) 11 2240 1 1E
SEP AT o

Each cell shall be subjected to a half-sine shock of peak acceleration of
150g, and pulse duration of 6 milliseconds. Alternatively, large cells may be

subjected to a half-sine shock of peak acceleration of 50g, and pulse duration
of 11 milliseconds.

BEA R Y 2EL S AR AR PR 2L PR 1T 52 280 e sk ) 2 IE 5% e
o X T /NAY R A P PR S TR L6 A, 0 T K LI A F ik o
FREEI (B N 11ZAY, T A 3O T T 508 22 0 i /N (s 2
it F /NI A T i i ik 4R R I [A]
Battery Minimum peak acceleration Pulse duration

150g, B AR AP BV IME

150g, or result of formula

100850J

/NI EE
Small batteries

6T
6ms

Acceleration (gn)= ¥
mass

whichever is smaller

50g, B2 G5 R 1BV IME

50gn or result of formula

3000 j

*
mass

K2 H it
Large batteries

11Z#

11ms

Acceleration (gn)= [

whichever is smaller
* Jii i B T 5515 Mass is expressed in kilograms.

Each battery shall be subjected to a half-sine shock of peak acceleration
depending on the mass of the battery. The pulse duration shall be 6
milliseconds for small batteries and 11 milliseconds for large batteries. The
formulas below are provided to calculate the appropriate minimum peak
accelerations.

B FELIH B R T A 5 AR =S HOAH T B 22T AL R IE T R 2252 = IR
i, FELRIT AR =0, SIE 18k

TR,
THR, T
7, TCRERAN
P U

No leakage,
no venting, no
disassemble, no
rupture and no
fire.
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Each cell or battery is subjected to three shocks in the positive direction
followed by three shocks in the negative direction of each of three mutually
perpendicular mounting positions of the cell for a total of 18 shocks.

FORHEMA AT SN TR To . BRI K, Jf
HAEAS G L Bt 4L AE GG R T i IR AN /N T AR AT I — il
L F990% . A 5% Fi L PR 2 SR ANIE T 9 4 TR R A8 AR 62 R vl M
.

Cells and batteries meet this requirement if there is no leakage, no
venting, no disassemble, no rupture and no fire and if the open circuit voltage
of each test cell or battery after testing is not less than 90% of its voltage
immediately prior to this procedure. The requirement relating to voltage is not
applicable to test cells and batteries at fully discharged states.

38.34.5

MRk 5: FMEPREEE
Test 5: External Short Circuit

W5
See Table 5

AR e P T AL S B — B [, DU FC AN SR iR B Tk 2 25 5
FRE ) 5T+ C IR EE o A [A] B gk T A b el r v 4L i RN i, 3
PEREAT PPAGATIC S o W R A VPG R AT, XN R R i AN R
M 2/ AE 5744 °C B T AFT 6 /NI, o TR A F AR A H i 20 4
/DAE STHACIIREE NAEI 12 /N o SR B I ALAE 574 CIIFRE
R AN B /N T 0.1 BRUB ALK 2% 1

The cell or battery to be tested shall be shall be heated for a period of time
necessary to reach a homogeneous stabilized temperature of 57+4°C,
measured on the external case. This period of time depends on the size and
design of the cell or battery and should be assessed and documented. If this
assessment is not feasible, the exposure time shall be at least 6 hours for small
cells and small batteries, and 12 hours for large cells and large batteries. Then
the cell or battery at 57+4°C shall be subjected to one short circuit condition
with a total external resistance of less than 0.1 ohm.

TX L S A I AE PR B PV 2L Y b el E 18] 3 5764 °C Jim 4k S %
LN, B T KRB B il 4 AR 52l B N B T — 2B R ORI, FRER
FART A8 . FLEE ANV A 2 D AE I IR AT

This short circuit condition is continued for at least one hour after the cell
or battery external case temperature has returned to 57 &= 4 °C, or in the case
of the large batteries, has decreased by half of the maximum temperature
increase observed during the test and remains below that value.The short
circuit and cooling down phases shall be conducted at least at ambient
temperature.

ToARAA
Tk, Joikd
‘K. No
disassemble ,
no rupture and
no fire.
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TR B AT HL A A SRR AT 170°C, I HAEREG R v fl e
Ja 6 /NI A TCREAR, o, oK.

Cells and batteries meet this requirement if their external temperature
does not exceed 170°C and there is no disassemble, no rupture and no fire
within six hours of this test.

38.3.4.6

Mk 6. H/BTE
Test 6: Impact / Crush

K6
See Table 6

g GENTERRTET 18 Z KM BRI k)

Impact (applicable to cylindrical cells not less than 18mm in diameter)

BURE FEL BOC A B ARG R T L, — AR 316 BUANERANE
BB RARE L, IR ELAR 15.8 2K+0.1 2K, KEERE/D 6 HK, =M
MR AR REE, M KF . 9.1 To+0.1 T 5 i) HE AR
61=2.5 JE K vy AL kv 2 AR AR S AL, AT — A L350 EEHE Y
X ¥ A% A BEL g e /) F) S BB B TE I DA . TR ELPLIE SR E ] T
G SRR 5 /KPR R 90 JEVE T .

The test sample cell or component cell is to be placed on a flat smooth
surface. A 15.8mm=0.1mm diameter, at least 6¢cm long, or the longest
dimension of the cell, whichever is greater, Type 316 stainless steel bar is to
be placed across the centre of the sample. A 9.1 kg + 0.1kg mass is to be
dropped from a height of 61 £ 2.5 c¢m at the intersection of the bar and sample
in a controlled manner using a near friction less, vertical sliding track or
channel with minimal drag on the falling mass. The vertical track or channel
used to guide the falling mass shall be oriented 90 degrees from the horizontal
supporting surface.

ez R RE, R P E R AT O SR R O B
1 15.8£0.1 2K E RN ER . Bl RALZ kL.

The test samples is to be impacted with its longitudinal axis parallel to the
flat surface and perpendicular to the longitudinal axis of the 15.8mm=+0.1mm
diameter curved surface lying across the centre of the test samples. Each
sample is to be subjected to only a single impact.

TR B AT HL I A 52 iR AT 170°C, I HAE BSR4 v fil e
Ja 6 /N A TERRAR, oK

Cells and component cells meet this requirement if their external
temperature does not exceed 170°C and there is no disassemble and no fire
during the test and within six hours after this test.

N/A

N/A

BE GEH TR, 835, WM/ aib M eEs/T 18 2K
FEIE it

Crush (applicable to prismatic, pouch, coin/button cells and cylindrical
cells less than 18mm in diameter)

K b B O B BCE AN T Z (850 I, 55 IR REZ R, 78
S AN LR R L LS OR /P . SRR SEREAT, BRI BLLL
T=MELZ

(a) FEINIK JJEIE RN 13T 520,78 T

TofiAR,
TR, ok
‘K. No
disassemble ,
no rupture and
no fire.
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(b) HLb A HUE T B 2010022 0K BR
(c) HLM AR T 1A i 46 )R FE 1 50%E% PA |
A cell or component cell is to be crushed between two flat surfaces. The
crushing is to be gradual with a speed of approximately 1.5cm/s at the first
point of contact. The crushing is to be continued until the first of the three
options below is reached.
(a) The applied force reaches 13kN+0.78kN;
(b) The voltage of the cell drops by at least 100mV; or
(c) The cell is deformed by 50% or more of its original thickness.
— HIAB R RE 1. R R 100 Z2REGE 2, BT 2 ik
JE R BE ) 50%, BIATERRE 7.
Once the maximum pressure has been obtained, the voltage drops by

100mV or more, or the cell is deformed by at least 50% of its original
thickness, the pressure shall be released.

BT AR 2 Pt S M A B ) — Tt I o L1/ T 2 LT S T
RN o [T TR Fe s S A5 2002 1) 7 ) i s

A prismatic or pouch cell shall be crushed by applying the force to the
widest side. A button/coin cell shall be crushed by applying the force on its
flat surfaces. For cylindrical cells, the crush force shall be applied
perpendicular to the longitudinal axis.

BEASRE Lt BT R i B Rk R MRS 6 /)
Mo R A8 FH 22 i AR A A 6 ) L b BT H AT

Each test cell or component cell is to be subjected to one crush only. The
test Samples shall be observed for a further 6 h. The test shall be conducted
using test cells or component cells that have not previously been subjected to
other tests.

FER A A B T A AR ST iR AL 170°C, I HAEREG LA S5
JR /N AR, e

Cells and component cells meet this requirement if their external
temperature does not exceed 170°C and there is no disassemble and no fire
during the test and within six hours after this test.

38207 Wk 7: T8 k7 .
Test 7: Overcharge See Table 7
7 P, FEL YR A 20 A 1 32 A A SR i KRR 8 7 FEL LA R P £ o A )
INELRTR
(a) il 3 P R IR 70 L E R AN KT 18 AR, R 1 A /) HiL s o7 A R
T ZH S5 K 7 H PR PR A B 2 26K P 3 RN p iy
(b) il P 2 Fe H LR R T I8ARA, IR B/ N LR RO EROR | TEilE K. No p
FEHHEER1.265 . disassemble
R SRR R AT, JEAT IR I ]S 24 /N and 1o e

The charge current shall be twice the manufacturer’s recommended
maximum continuous charge current. The minimum voltage of the test shall
be as follows:

Attestation of Global Compliance(Shenzhen)Co.,Ltd.

Add: 2/F., Building 2, No.1-4, Chaxi Sanwei Technial Industrial Park, Gushu,
Xixiang, Bao'an District, Shenzhen, Guangdong, China
Tel: +86-7552523 4088 E-mai|l:agc@agc-cert.com Service Hotline:400 0892118




AGC

45445 Report No.: AGC01085190505UA01

F12 70 HE 191

B

Clause

PRAEER

Requirements

WA R
Result

HE
Verdict

(a) When the manufacturer’s recommended charge voltage is not more
than 18V, the minimum voltage of the test shall be the lesser of two times the
maximum charge voltage of the battery or 22'V.

(b) When the manufacturer’s recommended charge voltage is more than
18V, the minimum voltage of the test shall be 1.2 times the maximum charge
voltage.

Tests are to be conducted at ambient temperature; the duration of the test
shall be 24 hours.

Rk 70 H R i AR G AR TP ARG e 7 R A AR, oK.
Rechargeable batteries meet this requirement if there is no disassemble
and no fire during the test and within seven days after the test.

38.3.4.8

P 8. BRMAIHCR
Test 8: Forced discharge

DL 8
See Table 8

FAS L BRI NS 12V B IR BT sR ol B
FEL 5L B BB RS 0 HL JAE S 1 36 7 45 R ) B KR LA 2 A s TR

Each cell shall be forced discharged at ambient temperature by
connecting it in series with a 12V D.C. power supply at an initial current
equal to the maximum discharge current specified by the manufacturer.

Rl 2 R /NNEIUE B FLBE S e i R R BB, TH AR 4 E
JECRL I e AN L AT SR RO, TSN A /NI AT HLAE
HERUAIR IR BT 25D

The specified discharge current is to be obtained by connecting a
resistive load of the appropriate size and rating in series with the test cell.
Each cell shall be forced discharged for a time interval (in hours) equal to
its rated capacity divided by the initial test current (in ampere).

TSR A e e R R RS AR TR ARG S 7 RN TR, T
Ko

Primary or rechargeable cells meet this requirement if there is no
disassemble and no fire during the test and within seven days after the test.

T,
Teifg k. No
disassemble
and no fire.
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6+ A IE Test Data

%1 e LR ,
Table 1 Altitude simulation
e Jii & Mass (g) HLJE Voltage (V) E?Z’Eég’%?gg;(
%ﬁg NN g ¥ BESE: 1 on o g ik fI\:Nhe,)ther leakage,
Sample | WUWHD | WBUE | Massloss | ity | Wit | Voltage loss vonting.
No. Pre-test | After test (%0) Pre-test | After test (%0) disassemble,
rupture, fire (Y/N)
Z1 53.427 53.426 0.002 4.36 4.36 0.00 N
Z2 53.456 53.455 0.002 4.36 4.36 0.00 N
73 53.474 53.473 0.002 4.37 4.37 0.00 N
Z4 53.416 53.416 0.000 4.37 4.37 0.00 N
Z5 53.628 53.628 0.000 4.37 4.37 0.00 N
76 53.556 53.555 0.002 4.36 436 0.00 N
z7 53.528 53.528 0.000 4.37 4.37 0.00 N
VA 53.537 53.536 0.002 4.37 4.37 0.00 N
79 53.518 53.516 0.004 4.36 4.36 0.00 N
Z10 53.561 53.561 0.000 4.37 4.37 0.00 N
%2 RIERT r
Table 2 Thermal test
B Jii & Mass (g) HJE Voltage (V) HIEIETE uﬁF%,
Sample | WVRHT | WBUE | Massloss | ity | it | Voltage  entings C
No. Pre-test | After test (%) Pre-test | After test loss (70) disassemble,
rupture, fire (Y/N)
Z1 53.426 53.419 0.013 4.36 433 0.69 N
Z2 53.455 53.447 0.015 4.36 4.34 0.46 N
Z3 53.473 53.466 0.013 4.37 4.34 0.69 N
Z4 53.416 53.409 0.013 4.37 4.33 0.92 N
Z5 53.628 53.621 0.013 4.37 433 0.92 N
76 53.555 53.546 0.017 4.36 4.33 0.69 N
z7 53.528 53.520 0.015 4.37 433 0.92 N
Z8 53.536 53.529 0.013 4.37 433 0.92 N
79 53.516 53.508 0.015 4.36 4.33 0.69 N
Z10 53.561 53.552 0.017 4.37 433 0.92 N
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3 #&3h p
Table 3 Vibration
ey JFi i Mass (g) HLFE Voltage (V) ALER, Ui%llféu,
p BT R | W BERATEX
e | BT | Bt | Massloss | gty | WubE | Volage | Whelherjeakage,
Sgple Pre-test | After test (%0) Pre-test | Aftertest | 108 (%) VORRTE,
No. disassemble,
rupture, fire (Y/N)
Z1 53.419 53.418 0.002 4.33 4.33 0.00 N
72 53.447 53.446 0.002 4.34 4.34 0.00 N
Z3 53.466 53.465 0.002 4.34 4.34 0.00 N
74 53.409 53.406 0.006 4.33 4.33 0.00 N
75 53.621 53.619 0.004 4.33 4.33 0.00 N
76 53.546 53.545 0.002 4.33 4.32 0.23 N
Z7 53.520 53.518 0.004 4.33 4.33 0.00 N
78 53.529 53.528 0.002 4.33 4.33 0.00 N
79 53.508 53.507 0.002 4.33 4.32 0.23 N
Z10 53.552 53.551 0.002 4.33 4.32 0.23 N
Ta%%blj 4 My Shock P
. Jii & Mass (g) B HLJE Voltage (V) B ;gzgﬁg%%?[ﬁg;(
o 5t T 4 CENEREE T
Sammple | WIAHT | WG | Massloss | gy | ks | Voltage | Whehoresleee
No. Pre-test | After test (%) Pre-test | Aftertest | 1058 (%0) disassemble,
rupture, fire (Y/N)
Z1 53.418 53.417 0.002 4.33 4.33 0.00 N
72 53.446 53.446 0.000 4.34 4.33 0.23 N
73 53.465 53.464 0.002 4.34 4.34 0.00 N
74 53.406 53.406 0.000 4.33 4.33 0.00 N
z5 53.619 53.619 0.000 4.33 4.33 0.00 N
76 53.545 53.545 0.000 4.32 4.32 0.00 N
77 53.518 53.517 0.002 4.33 4.32 0.23 N
Z8 53.528 53.528 0.000 4.33 4.33 0.00 N
79 53.507 53.506 0.002 4.32 4.32 0.00 N
Z10 53.551 53.550 0.002 4.32 4.32 0.00 N
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Table 5 External short circuit
ERE TR B e i AR, B, X
Sample No. Peak temperature (“C) Whether disassemble, rupture, fire (Y/N)
Z1 57.6 N
z2 57.8 N
Z3 57.6 N
Z4 57.7 N
Z5 57.8 N
Z6 57.7 N
Z7 57.8 N
Z8 57.9 N
79 57.8 N
Z10 57.7 N
%6 Frk p
Table 6 Crush
B bt i 5 B e B AT, K
Sample No. Peak temperature (°C) Whether disassemble, fire (Y/N)
Z11 23.7 N
Z12 239 N
713 23.8 N
714 23.8 N
Z15 23.9 N
%7 HIEFE )
Table 7 Overcharge
ERE TR AL, ok
Sample No. Whether disassemble, fire (Y/N)
Z16 N
Z17 N
718 N
Z19 N
X1 N
X2 N
X3 N
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X4 N

#8 iR il S HEL
Table 8 Forced discharge

ERE TR A, &k
Sample No. Whether disassemble, fire (Y/N)

720 N
721
722
723
724
725
726
727
728
729
X5
X6
X7
X8
X9
X10
X11
X12
X13
X14

z\|\Zz|Z|z|Z|z|Z|z|z|Z|z|Z|z|Z|Z2|z|Z|Zz2|Z
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7. A2 Procedure Photo
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8. MK i%Z % Test equipment

AGC-BT-E079 HLFK°F Electronic balance

AGC-BT-E093 ¥ 73 1% Digital multimeter

AGC-BT-E062 1 i FEL I X 3R 48 Battery Testing System
AGC-BT-E015 H2 IS4 Vacuum chamber

AGC-BT-E074 PR AR 56 4 Temperature circulation chamber
AGC-BT-E070 PR3 & Vibration test instrument

AGC-RE-E062 M itEE & Impact test instrument

AGC-BT-E009 Lt 75 #5356 A1 Battery short circuit testing instrument
AGC-BT-E010 LYt % IR 4% 46 Battery short circuit temperature instrument
AGC-BT-E011 Fth 5 356 A1 Battery crush test instrument
AGC-BT-E001 FL X R 48 Battery test system

AGC-BT-E035 IR E 18 5% 4 Temperature recorder
AGC-BT-E045~E052 B ifikaE YR DC power supply

AGC-BT-E053~E056 B Ea & YR DC power supply
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Statement

LA S T A ml i & F S AN N 25 5 TE R

This report is invalid without the special seal for report of AGC and the signatures of approver.

2 AR E IR DO B TC 2K
This report is invalid if it is blotted out and deleted.

3RATRNIA R A IRA R BT RS 2 H 15 H A da $
If the applicant has any questions about results, shall submit to AGC within 15 days.

4 AR AR EE T FITIE R i 5T
This report is responsible for the sample provided by the client only.

SRARNEVERA], AMFETEH] B WA .
This report shall not be reproduced except in full, or extracted without the written approval of
AGC.

6. A E MR N 2 2L 5 TE R
This report photocopy is invalid without the red chop.

R G

***End of report™***
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