
Report No.:SZ1230414-19311E

4.1.2.12 Receiver spurious emissions

CE  ETSI EN 301 908-25

n3 , Normal

n3_30MHz_30kHz_1725MHz_RB0|30MHz_1GHz n3_30MHz_30kHz_1725MHz_RB0|1GHz_12.75GHz

n3_30MHz_30kHz_1747.5MHz_RB0|30MHz_1GHz n3_30MHz_30kHz_1747.5MHz_RB0|1GHz_12.75GHz
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Report No.:SZ1230414-19311E

n3_30MHz_30kHz_1770MHz_RB0|30MHz_1GHz n3_30MHz_30kHz_1770MHz_RB0|1GHz_12.75GHz
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Report No.:SZ1230414-19311E

n7 , Normal

n7_20MHz_30kHz_2510MHz_RB0|30MHz_1GHz n7_20MHz_30kHz_2510MHz_RB0|1GHz_12.75GHz

n7_20MHz_30kHz_2535MHz_RB0|30MHz_1GHz n7_20MHz_30kHz_2535MHz_RB0|1GHz_12.75GHz
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Report No.:SZ1230414-19311E

n7_20MHz_30kHz_2560MHz_RB0|30MHz_1GHz n7_20MHz_30kHz_2560MHz_RB0|1GHz_12.75GHz
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